
HIGH-PERFORMANCE CHILLER 
DESIGNED FOR DATA CENTRES

Aquaforce® 30XF Air-Cooled
Variable-Speed Screw Chiller





KEY FEATURES:

Designed for optimum performance, the AquaForce® 30XF ensures ef�cient operations 
across varying load conditions and outdoor air temperatures, making it the go-to solution 
for data centres.

**EWT 30°C / LWT 20°C OAT 35°C / Without Free Cooling

Automatic 
Transfer Switch
Intelligent 
power-switching 
device driven by a 
dedicated control 
logic for a continuous 
supply of electricity 
even in case of power 
failure
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Harmonic
Generators

Active
Filter

Result Active Harmonic 
Filter
Eliminates harmonics at 
the source with less than 
5% of Total Harmonic 
Distortion for higher 
power optimization

Refrigerant Options
R1234ze, R515B, R513A 
and R134a

Ultra-Fast Cooling 
Capacity Recovery
120-second recovery of
chiller functions to 100%
design cooling load after
power resumes

Free Cooling Option
Lowers energy consumption 
during winters and improves 
ef�ciency

Ef�cient 
Performance
Remarkable COP of 
up to 3.9**

VFD Con�guration
06Z VFD compressor, 
optional VFD fan and 
integrated hydraulic 
kit to reduce 
operation costs 
during the life cycle



This catalogue provides certain general information and is intended for general guidance only. Carrier is not liable for any damage arising 
out of the use of the catalogue.

The Manufacturer reserves the right to change any product specification without prior notice. All Proprietary Rights Reserved by Carrier.

Se
pt

em
be

r 2
02

4


