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2.8/9

3.6/12
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Wireless Controller
40VCI67FQEE
F

Wireless Controller
40VCIC7FQSS

F

Receiver

Simple 
Wired Controller

40VCW117FQEE

Wired Controller

40VCW217FQEE

Wired Weekly Timer

40VCW317FQEE*

Multi-language 
Wired Controller

40VCW327FQEE

Group Controller
up to 32 IDUs

40VCC837FQEE

Touchscreen
up to 256 IDUs

40VCC617FQEE*

Multi-language 
Touchscreen 

up to 256 IDUs

40VCC637FQEE

Touchscreen
up to 800 IDUs

40VCC727FQEE

ADAPTER
Protocol Adapter
Modbus to RS485

40VCCR17FQEE

Protocol Adapter 
& Electricity Data 

Collection

40VCBM17FQEE

Protocol Adapter
for Touchscreen

40VCCX17FQEE

Remote monitoring
BACnet® / Modbus IP

40VCB217FQEE

Local PC control 
RS485 to USB

40VCB117FQEE

LonworksTM
Gateway

40VCBL17FQEE

KNX® Gateway

40VCBK17FQEE
40VCBK27FQEE
40VCBK37FQEE

BACnet® Gateway

40VCBB17FQEE
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Oil Separator Oil Separator

Capillary Pipe

General working principle
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SUCTION

Frame

Pressure increases
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High pressure
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Scroll back-pressure chamber

Flexible back-pressure chamber
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TD HP 8-26 HP

China 38VT018173HQSS 38VT020173HQSS 38VT022173HQSS 38VT024173HQSS 38VT026173HQSS

Thailand 38VT018173HKSS 38VT020173HKSS 38VT022173HKSS 38VT024173HKSS 38VT026173HKSS

HP 18 20 22 24 26

kW 50.4 56.0 61.5 68.0 73.5

kW 56.5 61.5 69.0 73.0 82.5

PH/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 14.30 15.10 16.50 17.60 18.80

kW 21.4 25.1 28.5 29.1 33.0

A 24.14 25.49 27.86 29.71 31.74

A 36.13 42.37 48.11 49.13 55.80

kW 13.40 14.60 15.40 16.80 17.70

kW 17.70 22.70 25.50 26.50 30.40

A 22.62 24.65 26.00 28.36 29.88

A 29.88 38.32 43.05 44.74 51.32

3.52 3.71 3.73 3.86 3.91

4.22 4.21 4.48 4.35 4.66

m3/h 17000 17000 18000 18000 19000

dB(A) 61 61 61 62 62

dB(A) 72 72 72 73 73

mm 1410 x 750 x 1690

mm 1515 x 850 x 1838

kg 287/317 370/400

DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL

1INV 2INV 2INV 2INV 2INV

kW 8.5 10.50 13.00 13.00 15.28 

R410A R410A R410A R410A R410A

kg 10 10 10 10 10

mm 15.88 15.88 15.88 15.88 15.88

mm 28.58 28.58 28.58 28.58 28.58

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

% 50~130 50~130 50~130 50~130 50~130

30 33 36 40 43

°C -5~50

°C -23~21

   
 

 

EER

COP

  

(

O.U. d

1

. 
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38VT008173HQSS 38VT010173HQSS 38VT012173HQSS 38VT014173HQSS 38VT016173HQSS

38VT008173HKSS 38VT010173HKSS 38VT012173HKSS 38VT014173HKSS 38VT016173HKSS

HP 8.0 10 12 14 16

kW 25.2 28.0 33.5 40.0 45.0

kW 27.0 31.5 37.5 45.0 50.0

PH/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 5.60 6.80 8.40 10.90 11.80

kW 12.0 12.9 13.8 16.4 19.2

 A 9.45 11.48 14.18 18.40 19.92

A 20.26 21.78 23.30 27.69 32.41

kW 5.20 6.30 8.00 10.30 11.20

kW 10.90 12.20 12.50 15.10 18.40

A 8.78 10.64 13.51 17.39 18.91

A 18.40 20.60 21.10 25.49 31.06

EER 4.50 4.12 3.99 3.67 3.81

COP 5.19 5.00 4.69 4.37 4.46

3 11000 11000 12000 13500 13500

56 56 59 59 60

67 67 70 70 71

  

k 224/250 224/270

DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL

1INV 1INV 1INV 1INV 1INV

kW 6.5 6.5 6.5 6.5 7.64 

R410A R410A R410A R410A R410A

k 8.5 8.5 8.5 10 10

9.52 9.52 12.7 12.7 12.7

19.05 22.22 25.4 25.4 28.58

1000 1000 1000 1000 1000

260/220 260/220 260/220 260/220 260/220

O
110/90 110/90 110/90 110/90 110/90

1 30 30 30 30 30

Pa 110 110 110 110 110

% 50~130 50~130 50~130 50~130 50~130

13 16 20 24 27

. 
°C -5~50

°C -23~21
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TD HP 28-46 HP

38VT038S73HQSS 38VT040S73HQSS 38VT042S73HQSS 38VT044S73HQSS 38VT046S73HQSS

38VT038S73HKSS 38VT040S73HKSS 38VT042S73HKSS 38VT044S73HKSS 38VT046S73HKSS

38VT018173HQ(K)SS 38VT020173HQ(K)SS 38VT020173HQ(K)SS 38VT022173HQ(K)SS 38VT022173HQ(K)SS

38VT020173HQ(K)SS 38VT020173HQ(K)SS 38VT022173HQ(K)SS 38VT022173HQ(K)SS 38VT024173HQ(K)SS

/ / / / /

/ / / / /

HP 38 40 42 44 46

kW 106.4 112.0 117.5 123.0 129.5

kW 118.0 123.0 130.5 138.0 142.0

PH/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 29.40 30.20 31.60 33.00 34.10

kW 46.5 50.2 53.6 57.0 57.6

A 49.63 50.98 53.35 55.71 57.57

A 78.50 84.75 90.49 96.23 97.24

kW 28.00 29.20 30.00 30.80 32.20

kW 40.40 45.40 48.20 51.00 52.00

A 47.27 49.30 50.65 52.00 54.36

A 68.20 76.64 81.37 86.10 87.79

3.62 3.71 3.72 3.73 3.80

4.21 4.21 4.35 4.48 4.41

m3/h 34000 34000 35000 36000 36000

dB(A) 64 64 64 64 64.5

dB(A) 75 75 75 75

mm 1410 x 750 x 1690 + 1410 x 750 x 1690

mm 1515 x 850 x 1838 + 1515 x 850 x 1838

kg 287/317+370/400 370/400+370/400

DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL

3INV 4INV 4INV 4INV 4INV

kW 8.5+10.5 10.5+10.5 10.5+13 13+13 13+13

R410A R410A R410A R410A R410A

kg 20 20 20 20 20

mm 19.05 19.05 19.05 19.05 19.05

mm 38.1 38.1 38.1 38.1 38.1

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

% 50~130 50~130 50~130 50~130 50~130

63 64 64 64 64

°C -5~50

°C -23~21

 

EER

COP

  

O

. 
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38VT028S73HQSS 38VT030S73HQSS 38VT032S73HQSS 38VT034S73HQSS 38VT036S73HQSS

38VT028S73HKSS 38VT030S73HKSS 38VT032S73HKSS 38VT034S73HKSS 38VT036S73HKSS

38VT014173HQ(K)SS 38VT014173HQ(K)SS 38VT016173HQ(K)SS 38VT016173HQ(K)SS 38VT018173HQ(K)SS

38VT014173HQ(K)SS 38VT016173HQ(K)SS 38VT016173HQ(K)SS 38VT018173HQ(K)SS 38VT018173HQ(K)SS

/ / / / /

/ / / / /

HP 28 30 32 34 36

kW 80.0 85.0 90.0 95.4 100.8

kW 90.0 95.0 100.0 106.5 113.0

Ngu n đi n PH/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 21.80 22.70 23.60 26.10 28.6

kW 32.8 35.6 38.4 40.6 42.8

A 36.80 38.32 39.84 44.06 48.28

A 55.37 60.10 64.83 68.54 72.26

kW 20.60 21.50 22.40 24.60 26.80

kW 30.20 33.50 36.80 36.10 35.40

A 34.78 36.30 37.82 41.53 45.24

A 50.98 56.55 62.13 60.94 59.76

3.67 3.74 3.81 3.66 3.52

4.37 4.42 4.46 4.33 4.22

m3/h 27000 27000 27000 30500 34000

dB(A) 62 62.5 63 63.5 64

dB(A) 73 73.5 74 74.5 75

mm 980 x 750 x 1690 + 980 x 750 x 1690 980 x 750 x 1690+
1410 x 750 x 1690

1410 x 750 x 1690+
1410 x 750 x 1690

mm 1070 x 850 x 1838 + 1070 x 850 x 1838 1070 x 850 x 1838+
1515 x 850 x 1838

1515 x 850 x 1838+
1515 x 850 x 1838

kg 224/250 + 224/250 224/250 + 287/317 287/317 + 287/317

DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL

2INV 2INV 2INV 2INV 2INV

kW 6.5+6.5 6.5+7.64 7.64+7.64 7.64+8.5 8.5+8.5

R410A R410A R410A R410A R410A

kg 20 20 20 20 20

mm 15.88 19.05 19.05 19.05 19.05

mm 28.58 31.8 31.8 31.8 38.1

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

% 50~130 50~130 50~130 50~130 50~130

47 50 53 56 59

°C -5~50

°C -23~21

 
 

 

EER
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TD HP 48-66 HP

38VT058S73HQSS 38VT060S73HQSS 38VT062S73HQSS 38VT064S73HQSS 38VT066S73HQSS

38VT058S73HKSS 38VT060S73HKSS 38VT062S73HKSS 38VT064S73HKSS 38VT066S73HKSS

38VT018173HQ(K)SS 38VT020173HQ(K)SS 38VT022173HQ(K)SS 38VT022173HQ(K)SS 38VT022173HQ(K)SS

38VT020173HQ(K)SS 38VT020173HQ(K)SS 38VT020173HQ(K)SS 38VT022173HQ(K)SS 38VT022173HQ(K)SS

38VT020173HQ(K)SS 38VT020173HQ(K)SS 38VT020173HQ(K)SS 38VT020173HQ(K)SS 38VT022173HQ(K)SS

/ / / / /

HP 58 60 62 64 66

kW 162.4 168.0 173.5 179.0 184.5

kW 179.5 184.5 192.0 199.5 207.0

PH/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 44.50 45.30 46.70 48.10 49.50

kW 71.6 75.3 78.7 82.1 85.5

A 75.13 76.48 78.84 81.20 83.57

A 120.88 127.12 132.86 138.60 144.34

kW 42.60 43.80 44.60 45.40 46.20

kW 63.10 68.10 70.90 73.70 76.50

A 71.92 73.94 75.29 76.64 78.00

A 106.53 114.97 119.69 124.42 129.15

3.65 3.71 3.72 3.72 3.73

4.21 4.21 4.30 4.39 4.48

m3/h 51000 51000 52000 53000 54000

dB(A) 65.8 65.8 65.8 65.8 65.8

dB(A) 76.5 76.5 76.5 76.5 76.5

mm 1410 x 750 x 1690 + 1410 x 750 x 1690 + 1410 x 750 x 1690

mm 1515 x 850 x 1838 + 1515 x 850 x 1838 + 1515 x 850 x 1838

kg
287/317+
370/400+
370/400

370/400 + 370/400 + 370/400

DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL

5INV 6INV 6INV 6INV 6INV

kW 8.5+10.5+10.5 10.5+10.5+10.5 10.5+10.5+13 10.5+13+13 13+13+13

R410A R410A R410A R410A R410A

kg 30 30 30 30 30

mm 19.05 19.05 19.05 19.05 19.05

mm 41.3 41.3 41.3 41.3 41.3

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

% 50~130 50~130 50~130 50~130 50~130

64 64 64 64 64

°C -5~50

°C -23~21

 

 

EER

COP

  

O

. 
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38VT048S73HQSS 38VT050S73HQSS 38VT052S73HQSS 38VT054S73HQSS 38VT056S73HQSS

38VT048S73HKSS 38VT050S73HKSS 38VT052S73HKSS 38VT054S73HKSS 38VT056S73HKSS

38VT024173HQ(K)SS 38VT024173HQ(K)SS 38VT026173HQ(K)SS 38VT018173HQ(K)SS 38VT018173HQ(K)SS

38VT024173HQ(K)SS 38VT026173HQ(K)SS 38VT026173HQ(K)SS 38VT018173HQ(K)SS 38VT018173HQ(K)SS

/ / / 38VT018173HQ(K)SS 38VT020173HQ(K)SS

/ / / / /

HP 48 50 52 54 56

kW 136.0 141.5 147.0 151.2 156.8

kW 146.0 155.5 165.0 169.5 174.5

PH/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 35.20 36.40 37.60 42.90 43.70

kW 58.2 62.1 66.0 64.2 67.9

A 59.42 61.45 63.48 72.42 73.77

A 98.25 104.93 111.60 108.38 114.63

kW 33.60 34.50 35.40 40.20 41.40

kW 53.00 56.90 60.80 53.10 58.10

A 56.72 58.24 59.76 67.87 69.89

A 89.48 96.06 102.64 89.64 98.08

3.86 3.89 3.91 3.52 3.59

4.35 4.51 4.66 4.22 4.21

m3/h 36000 37000 38000 51000 51000

dB(A) 65 65 65 65.8 65.8

dB(A) 76 76 76 76.5 76.5

mm 1410 x 750 x 1690 + 1410 x 750 x 1690
1410 x 750 x 1690+
1410 x 750 x 1690+
1410 x 750 x 1690

mm 1515 x 850 x 1838 + 1515 x 850 x 1838
1515 x 850 x 1838+
1515 x 850 x 1838+
1515 x 850 x 1838

kg 370/400+370/400
287/317+
287/317+
287/317

287/317+
287/317+
370/400

DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL

4INV 4INV 4INV 3INV 4INV

kW 13+13 13+15.28 15.28+15.28 8.5+8.5+8.5 8.5+8.5+10.5

R410A R410A R410A R410A R410A

kg 20 20 20 30 30

mm 19.05 19.05 19.05 19.05 19.05

mm 38.1 38.1 38.1 38.1 38.1

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

% 50~130 50~130 50~130 50~130 50~130

64 64 64 64 64

°C -5~50

°C -23~21

 

EER

COP

  

O

. 
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TD HP 68-86 HP

38VT078S73HQSS 38VT080S73HQSS 38VT082S73HQSS 38VT084S73HQSS 38VT086S73HQSS

38VT078S73HKSS 38VT080S73HKSS 38VT082S73HKSS 38VT084S73HKSS 38VT086S73HK SS

38VT026173HQ(K)SS 38VT020173HQ(K)SS 38VT020173HQ(K)SS 38VT020173HQ(K)SS 38VT020173HQ(K)SS

38VT026173HQ(K)SS 38VT020173HQ(K)SS 38VT020173HQ(K)SS 38VT020173HQ(K)SS 38VT022173HQ(K)SS

38VT026173HQ(K)SS 38VT020173HQ(K)SS 38VT020173HQ(K)SS 38VT022173HQ(K)SS 38VT022173HQ(K)SS

/ 38VT020173HQ(K)SS 38VT022173HQ(K)SS 38VT022173HQ(K)SS 38VT022173HQ(K)SS

HP 78 80 82 84 86

kW 220.5 224.0 229.5 235.0 240.5

kW 247.5 246.0 253.5 261.0 268.5

PH/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 56.40 60.40 61.80 63.20 64.60

kW 99.0 100.4 103.8 107.2 110.6

A 95.21 101.97 104.33 106.69 109.06

A 167.40 169.50 175.24 180.98 186.72

kW 53.10 58.40 59.20 60.00 60.80

kW 91.20 90.80 93.60 96.40 99.20

A 89.64 98.59 99.94 101.29 102.64

A 153.96 153.29 158.02 162.74 167.47

3.91 3.71 3.71 3.72 3.72

4.66 4.21 4.28 4.35 4.42

m3/h 57000 68000 69000 70000 71000

dB(A) 66.8 67 67 67 67

dB(A) 77.7 78 78 78 78

mm
1410 x 750 x 1690+
1410 x 750 x 1690+
1410 x 750 x 1690

1410 x 750 x 1690 + 1410 x 750 x 1690 + 1410 x 750 x 1690 + 1410 x 750 x 1690

mm
1515 x 850 x 1838+
1515 x 850 x 1838+
1515 x 850 x 1838

1515 x 850 x 1838 + 1515 x 850 x 1838 + 1515 x 850 x 1838 + 1515 x 850 x 1838

kg
370/400+
370/400+
370/400

370/400 + 370/400 + 370/400 + 370/400

DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL

6INV 8INV 8INV 8INV 8INV

kW 15.28+15.28+15.28 10.5+10.5+10.5+10.5 10.5+10.5+10.5+13 10.5+10.5+13+13 10.5+13+13+13

R410A R410A R410A R410A R410A

kg 30 40 40 40 40

mm 22.2 22.2 22.2 22.2 25.4

mm 44.5 44.5 44.5 44.5 50.8

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

% 50~130 50~130 50~130 50~130 50~130

64 64 64 64 64

°C -5~50

°C -23~21
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M c
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38VT068S73HQSS 38VT070S73HQSS 38VT072S73HQSS 38VT074S73HQSS 38VT076S73HQSS

38VT068S73HKSS 38VT070S73HKSS 38VT072S73HKSS 38VT074S73HKSS 38VT076S73HKSS

38VT022173HQ(K)SS 38VT022173HQ(K)SS 38VT024173HQ(K)SS 38VT026173HQ(K)SS 38VT026173HQ(K)SS

38VT022173HQ(K)SS 38VT024173HQ(K)SS 38VT024173HQ(K)SS 38VT024173HQ(K)SS 38VT026173HQ(K)SS

38VT024173HQ(K)SS 38VT024173HQ(K)SS 38VT024173HQ(K)SS 38VT024173HQ(K)SS 38VT024173HQ(K)SS

/ / / / /

HP 68 70 72 74 76

kW 191.0 197.5 204.0 209.5 215.0

kW 211.0 215.0 219.0 228.0 238.0

PH/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 50.60 51.70 52.80 54.00 55.20

kW 86.1 86.7 87.3 91.2 95.1

A 85.42 87.28 89.14 91.16 93.19

A 145.35 146.37 147.38 154.05 160.73

kW 47.60 49.00 50.40 51.30 52.20

kW 77.50 78.50 79.50 83.40 87.30

A 80.36 82.72 85.09 86.61 88.12

A 130.84 132.52 134.21 140.80 147.38

3.77 3.82 3.86 3.88 3.89

4.43 4.39 4.35 4.45 4.56

m3/h 54000 54000 54000 55000 56000

dB(A) 66 66.5 66.8 66.8 66.8

dB(A) 77 77.5 77.8 77.8 77.8

mm 1410 x 750 x 1690 + 1410 x 750 x 1690 + 1410 x 750 x 1690

mm 1515 x 850 x 1838 + 1515 x 850 x 1838 + 1515 x 850 x 1838

kg 370/400 + 370/400 + 370/400

DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL

6INV 6INV 6INV 6INV 6INV

kW 13+13+13 13+13+13 13+13+13 13+13+15.28 13+15.28+15.28

R410A R410A R410A R410A R410A

kg 30 30 30 30 30

mm 22.2 22.2 22.2 22.2 22.2

mm 44.5 44.5 44.5 44.5 44.5 

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

% 50~130 50~130 50~130 50~130 50~130

64 64 64 64 64

°C -5~50

°C -23~21

s vào 
c

s vào
            

s vào 
c

s vào
            

D

EER

COP

M c

M c  
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TD HP 88-104HP

38VT098S73HQSS 38VT100S73HQSS 38VT102S73HQSS 38VT104S73HQSS

38VT098S73HKSS 38VT100S73HKSS 38VT102S73HKSS 38VT104S73HKSS

38VT026173HQ(K)SS 38VT026173HQ(K)SS 38VT026173HQ(K)SS 38VT026173HQ(K)SS

38VT024173HQ(K)SS 38VT026173HQ(K)SS 38VT026173HQ(K)SS 38VT026173HQ(K)SS

38VT024173HQ(K)SS 38VT024173HQ(K)SS 38VT026173HQ(K)SS 38VT026173HQ(K)SS

38VT024173HQ(K)SS 38VT024173HQ(K)SS 38VT024173HQ(K)SS 38VT026173HQ(K)SS

HP 98 100 102 104

kW 277.5 283.0 288.5 294.0

kW 301.5 311.0 320.5 330.0

PH/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 71.60 72.80 74.00 75.20

kW 120.3 124.2 128.1 132.0

A 120.88 122.90 124.93 126.95

A 203.18 209.85 216.53 223.20

kW 68.10 69.00 69.90 70.80

kW 109.90 113.80 117.70 121.60

A 114.97 116.49 118.01 119.53

A 185.53 192.12 198.70 205.29

3.88 3.89 3.90 3.91

4.43 4.51 4.59 4.66

m3/h 73000 74000 75000 76000

dB(A) 68 68 68 68

dB(A) 79 79 79 79

mm 1410 x 750 x 1690 + 1410 x 750 x 1690 + 1410 x 750 x 1690 + 1410 x 750 x 1690

mm 1515 x 850 x 1838 + 1515 x 850 x 1838 + 1515 x 850 x 1838 + 1515 x 850 x 1838

kg 370/400 + 370/400 + 370/400 + 370/400

DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL

8INV 8INV 8INV 8INV

kW 13+13+13+15.28 13+13+15.28+15.28 13+15.28+15.28+15.28 15.28+15.28+15.28+15.28

R410A R410A R410A R410A

kg 40 40 40 40

mm 25.4 25.4 25.4 25.4

mm 54.1 54.1 54.1 54.1

m 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220

m 110/90 110/90 110/90 110/90

m 30 30 30 30

Pa 110 110 110 110

% 50~130 50~130 50~130 50~130

64 64 64 64

°C -5~50

°C -23~21

s vào 
c

s vào
            

s vào 
c

s vào
            

D

EER

COP

M c

M c  

c
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38VT088S73HQSS 38VT090S73HQSS 38VT092S73HQSS 38VT094S73HQSS 38VT096S73HQSS

38VT088S73HKSS 38VT090S73HKSS 38VT092S73HKSS 38VT094S73HKSS 38VT096S73HKSS

38VT022173HQ(K)SS 38VT024173HQ(K)SS 38VT024173HQ(K)SS 38VT024173HQ(K)SS 38VT024173HQ(K)SS

38VT022173HQ(K)SS 38VT022173HQ(K)SS 38VT024173HQ(K)SS 38VT024173HQ(K)SS 38VT024173HQ(K)SS

38VT022173HQ(K)SS 38VT022173HQ(K)SS 38VT022173HQ(K)SS 38VT024173HQ(K)SS 38VT024173HQ(K)SS

38VT022173HQ(K)SS 38VT022173HQ(K)SS 38VT022173HQ(K)SS 38VT022173HQ(K)SS 38VT024173HQ(K)SS

HP 88 90 92 94 96

kW 246.0 252.5 259.0 265.5 272.0

kW 276.0 280.0 284.0 288.0 292.0

PH/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 66.00 67.10 68.20 69.30 70.40

kW 114.0 114.6 115.2 115.8 116.4

A 111.42 113.28 115.14 116.99 118.85

A 192.46 193.47 194.48 195.49 196.51

kW 61.60 63.00 64.40 65.80 67.20

kW 102.00 103.00 104.00 105.00 106.00

A 103.99 106.36 108.72 111.08 113.45

A 172.20 173.89 175.57 177.26 178.95

3.73 3.76 3.80 3.83 3.86

4.48 4.44 4.41 4.38 4.35

m3/h 72000 72000 72000 72000 72000

dB(A) 67 67.5 67.5 68 68

dB(A) 78 78.5 78.5 78.8 79

mm 1410 x 750 x 1690 + 1410 x 750 x 1690 + 1410 x 750 x 1690 + 1410 x 750 x 1690

mm 1515 x 850 x 1838 + 1515 x 850 x 1838 + 1515 x 850 x 1838 + 1515 x 850 x 1838

kg 370/400 + 370/400 + 370/400 + 370/400

DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL DC INV. SCROLL

8INV 8INV 8INV 8INV 8INV

kW 13+13+13+13 13+13+13+13 13+13+13+13 13+13+13+13 13+13+13+13

R410A R410A R410A R410A R410A

kg 40 40 40 40 40

mm 25.4 25.4 25.4 25.4 25.4

mm 50.8 50.8 50.8 50.8 50.8

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

% 50~130 50~130 50~130 50~130 50~130

64 64 64 64 64

°C -5~50

°C -23~21

EER

M h

M

h
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50%-200%

45

XCT7

Ef cient oil feeding technology

Rare-earth permanent magnet
 DC motor

Ef cient oil level retention
 technology

Unique exhaust pipe design
High ef ciency gas-liquid 
separation technology

Low noise cylinder design

Slight deformation cylinder design

exible groove design

O
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td
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Oil segregater

Oil segregater
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TD CO 8-24HP

38VT018173BQSS 38VT020173BQSS 38VT022173BQSS 38VT024173BQSS

38VT018173BKSS 38VT020173BKSS 38VT022173BKSS 38VT024173BKSS

/ / / /

/ / / /

/ / / /

/ / / /

HP 18 20 22 24

kW 50.0 56.0 61.5 67.0 

Ph/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 12.22 13.93 15.38 17.87 

kW 21.86 33.01 33.31 33.64

A 20.64 23.52 25.96 30.16

A 34.26 53.55 54.21 54.70

4.09 4.02 4.00 3.75 

m3/h 13500 17000 18000 19000

dB(A) 62.0 63.0 63.0 64.0 

dB(A) 76.0 77.0 77.0 78.0 

mm 980/750/1690 1410/750/1690 1410/750/1690 1410/750/1690

mm 1070/850/1858 1515/850/1858 1515/850/1858 1515/850/1858

kg 224/249 300/329 300/329 310/339

DC INV. Twin-Rotary

1INV 2INV 2INV 2INV

R410A R410A R410A R410A

kg 10kg 10kg 10kg 10kg

mm

mm

m 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220

 m 110/90 110/90 110/90 110/90

m 30 30 30 30

Pa 110 110 110 110

% 50~200  With Limitation

29(45) 33(50) 36(55) 39(60)

°C -5~53

EER

 
)

 

 

  

O
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China 38VT008173BQSS 38VT010173BQSS 38VT012173BQSS 38VT014173BQSS 38VT016173BQSS

Thailand 38VT008173BKSS 38VT010173BKSS 38VT012173BKSS 38VT014173BKSS 38VT016173BKSS

/ / / / /

/ / / / /

/ / / / /

/ / / / /

HP 8 10 12 14 16

kW 22.4 28.0 33.5 40.0 45.0 

Ph/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 4.65 6.02 7.74 9.50 10.98

kW 11.15 11.53 12.09 15.7 18.42

A 7.85 10.17 13.06 16.04 18.53

A 18.20 18.91 19.74 26.62 30.32

EER 4.82 4.65 4.33 4.21 4.10 

m3/h 11000 11000 12000 13500 13500

dB(A) 59.0 59.0 59.0 60.0 61.0 

dB(A) 73.0 73.0 73.0 74.0 75.0 

mm 980*750*1690 980/750/1690 980/750/1690 980/750/1690 980/750/1690

mm 1070/850/1858 1070/850/1858 1070/850/1858 1070/850/1858 1070/850/1858

kg 201/226 201/226 201/226 202/227 220/245

DC INV. Twin-Rotary

1INV 1INV 1INV 1INV 1INV

R410A R410A R410A R410A R410A

kg 9kg 9kg 9kg 9kg 10kg

mm 9.52 9.52 12.7 12.7 12.7

mm 19.05 22.22 25.4 25.4 28.58

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

 m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

 *4 %

 
*3( ) 13(20) 16(25) 19(30) 23(36) 26(40)

°C -5~53 

 

  

(

O
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38VT034S73BQSS 38VT036S73BQSS 38VT038S73BQSS 38VT040S73BQSS

38VT034S73BKSS 38VT036S73BKSS 38VT038S73BKSS 38VT040S73BKSS

38VT016173BQ(K)SS 38VT018173BQ(K)SS 38VT018173BQ(K)SS 38VT020173BQ(K)SS

38VT018173BQ(K)SS 38VT018173BQ(K)SS 38VT020173BQ(K)SS 38VT020173BQ(K)SS

/ / / /

/ / / /

HP 34 36 38 40

kW 95.0 100.0 106.0 112.0 

Ph/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 23.2 24.4 26.2 27.9 

kW 40.3 43.7 54.9 66.0 

A 39.2 41.3 44.2 47.0 

A 64.6 68.5 87.8 107.1 

4.09 4.09 4.05 4.02 

m3/h 13500+13500 13500+13500 13500+17000 17000+17000

dB(A) 64.5 65.0 65.5 66.0 

dB(A) 78.5 79.0 79.5 80.0 

mm 980*750*1690+980*750*1690 980*750*1690+1410/750/1690

mm 1070/850/1858+1515/850/1858 1515/850/1858+1515/850/1858

kg 220/245+224/249 224/249+224/249 224/249+300/329 300/329+300/329

DC INV. Twin-Rotary

1INV+1INV 1INV+1INV 1INV+2INV 2INV+2INV

R410A R410A R410A R410A

kg 10kg+10kg 10kg+10kg 10kg+10kg 10kg+10kg

mm

mm

m 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220

 m 110/90 110/90 110/90 110/90

m 30 30 30 30

Pa 110 110 110 110

% 50~200  With Limitation

56(64) 59(64) 63(64) 64

°C -5~53

TD CO 26-40HP

China

Thailand

EER

 
)

 

 

  

O.U. do
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38VT026173BQSS 38VT028173BQSS 38VT030S73BQSS 38VT032S73BQSS

38VT026173BKSS 38VT028173BKSS 38VT030S73BKSS 38VT032S73BKSS

/ / 38VT014173BQ(K)SS 38VT016173BQ(K)SS

/ / 38VT016173BQ(K)SS 38VT016173BQ(K)SS

/ / / /

/ / / /

HP 26 28 30 32

kW 73.0 78.0 85.0 90.0 

Ph/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 18.20 19.65 20.5 22.0 

kW 33.92 34.24 34.1 36.8 

A 30.73 33.17 34.6 37.1 

A 55.23 55.7 56.9 60.6 

4.01 3.97 4.15 4.10 

m3/h 19000 19000 13500+13500 13500+13500

dB(A) 64.0 64.0 63.5 64.0 

dB(A) 78.0 78.0 77.5 78.0 

mm 1410/750/1690 1410/750/1690 980*750*1690+980*750*1690

mm 1515/850/1858 1515/850/1858 1070/850/1858+1070/850/1858

kg 310/339 310/339 202/227+220/245 220/245+220/245

DC INV. Twin-Rotary

2INV 2INV 1INV+1INV 1INV+1INV

R410A R410A R410A R410A

kg 10kg 10kg 9kg+10kg 10kg+10kg

mm

mm

m 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220

 m 110/90 110/90 110/90 110/90

m 30 30 30 30

Pa 110 110 110 110

% 50~200  With Limitation

43(64) 46(64) 50(64) 53(64)

°C -5~53

China

Thailand

EER

 
)

 

 

  

O.U. do

1
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38VT050S73BQSS 38VT052S73BQSS 38VT054S73BQSS 38VT056S73BQSS

38VT050S73BKSS 38VT052S73BKSS 38VT054S73BKSS 38VT056S73BKSS

38VT024173BQ(K)SS 38VT026173BQ(K)SS 38VT026173BQ(K)SS 38VT028173BQ(K)SS

38VT026173BQ(K)SS 38VT026173BQ(K)SS 38VT028173BQ(K)SS 38VT028173BQ(K)SS

/ / / /

/ / / /

HP 50 52 54 56

kW 140.0 146.0 151.0 156.0 

Ph/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 36.1 36.4 37.9 39.3 

kW 67.6 67.8 68.2 68.5 

A 60.9 61.5 63.9 66.3 

A 109.9 110.5 110.9 111.4 

3.88 4.01 3.99 3.97 

m3/h 19000+19000 19000+19000 19000+19000 19000+19000

dB(A) 67.0 67.0 67.0 67.0 

dB(A) 81.0 81.0 81.0 81.0 

mm 1410/750/1690+1410/750/1690

mm 1515/850/1858+1515/850/1858

kg 310/339+310/339 310/339+310/339 310/339+310/339 310/339+310/339

DC INV. Twin-Rotary

2INV+2INV 2INV+2INV 2INV+2INV 2INV+2INV

R410A R410A R410A R410A

kg 10kg+10kg 10kg+10kg 10kg+10kg 10kg+10kg

mm

mm

m 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220

 m 110/90 110/90 110/90 110/90

m 30 30 30 30

Pa 110 110 110 110

% 50~200  With Limitation

64 64 64 64

°C -5~53

TD CO 42-56HP

China

Thailand

EER

 *4

 
*3( )

 

 

  

(
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38VT042S73BQSS 38VT044S73BQSS 38VT046S73BQSS 38VT048S73BQSS

38VT042S73BKSS 38VT044S73BKSS 38VT046S73BKSS 38VT048S73BKSS

38VT020173BQ(K)SS 38VT022173BQ(K)SS 38VT022173BQ(K)SS 38VT024173BQ(K)SS

38VT022173BQ(K)SS 38VT022173BQ(K)SS 38VT024173BQ(K)SS 38VT024173BQ(K)SS

/ / / /

/ / / /

HP 42 44 46 48

kW 117.5 123.0 128.5 134.0 

Ph/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 29.3 30.8 33.2 35.7 

kW 66.3 66.6 67.0 67.3 

A 49.5 51.9 56.1 60.3 

A 107.8 108.4 108.9 109.4 

4.01 4.00 3.87 3.75 

m3/h 17000+18000 18000+18000 18000+19000 19000+19000

dB(A) 66.0 66.0 66.5 67.0 

dB(A) 80.0 80.0 80.5 81.0 

mm 1410/750/1690+1410/750/1690

mm 1515/850/1858+1515/850/1858

kg 300/329+300/329 300/329+300/329 300/329+310/339 310/339+310/339

DC INV. Twin-Rotary

2INV+2INV 2INV+2INV 2INV+2INV 2INV+2INV

R410A R410A R410A R410A

kg 10kg+10kg 10kg+10kg 10kg+10kg 10kg+10kg

mm

mm

m 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220

 m 110/90 110/90 110/90 110/90

m 30 30 30 30

Pa 110 110 110 110

% 50~200  With Limitation

64 64 64 64

°C -5~53

China

Thailand

EER

 
)

 

 

  

O.U. do
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38VT068S73BQSS 38VT070S73BQSS 38VT072S73BQSS 38VT074S73BQSS 38VT076S73BQSS

38VT068S73BKSS 38VT070S73BKSS 38VT072S73BKSS 38VT074S73BKSS 38VT076S73BKSS

38VT022173BQ(K)SS 38VT022173BQ(K)SS 38VT024173BQ(K)SS 38VT024173BQ(K)SS 38VT024173BQ(K)SS

38VT022173BQ(K)SS 38VT024173BQ(K)SS 38VT024173BQ(K)SS 38VT024173BQ(K)SS 38VT026173BQ(K)SS

38VT024173BQ(K)SS 38VT024173BQ(K)SS 38VT024173BQ(K)SS 38VT026173BQ(K)SS 38VT026173BQ(K)SS

/ / / / /

HP 68 70 72 74 76

kW 190.0 195.5 201.0 207.0 213.0 

Ph/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 48.6 51.1 53.6 53.9 54.3 

kW 100.3 100.6 100.9 101.2 101.5 

A 82.1 86.3 90.5 91.1 91.6 

A 163.1 163.6 164.1 164.6 165.2 

3.91 3.82 3.75 3.84 3.92 

m3/h 18000+18000+19000 18000+19000+19000 19000+19000+19000

dB(A) 68.0 68.5 68.5 68.5 68.5 

dB(A) 82.0 82.5 82.5 82.5 82.5 

mm 1410/750/1690+1410/750/1690+1410/750/1690

mm 1515/850/1858+1515/850/1858+1515/850/1858

kg 300/329+300/329+310/339

DC INV. Twin-Rotary

2INV+2INV+2INV 2INV+2INV+2INV 2INV+2INV+2INV 2INV+2INV+2INV 2INV+2INV+2INV

R410A R410A R410A R410A R410A

kg 10kg+10kg+10kg 10kg+10kg+10kg 10kg+10kg+10kg 10kg+10kg+10kg 10kg+10kg+10kg

mm

mm

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

 m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

% 50~200  With Limitation

64 64 64 64 64

°C -5~53

TD CO 58-76HP

China

Thailand

EER

 
)

 

 

  

O.U. do
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38VT058S73BQSS 38VT060S73BQSS 38VT062S73BQSS 38VT064S73BQSS 38VT066S73BQSS

38VT058S73BKSS 38VT060S73BKSS 38VT062S73BKSS 38VT064S73BKSS 38VT066S73BKSS

38VT018173BQ(K)SS 38VT020173BQ(K)SS 38VT020173BQ(K)SS 38VT020173BQ(K)SS 38VT022173BQ(K)SS

38VT020173BQ(K)SS 38VT020173BQ(K)SS 38VT020173BQ(K)SS 38VT022173BQ(K)SS 38VT022173BQ(K)SS

38VT020173BQ(K)SS 38VT020173BQ(K)SS 38VT022173BQ(K)SS 38VT022173BQ(K)SS 38VT022173BQ(K)SS

/ / / / /

HP 58 60 62 64 66

kW 162.0 168.0 173.5 179.0 184.5 

Ph/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 40.1 41.8 43.2 44.7 46.1 

kW 87.9 99.0 99.3 99.6 99.9 

A 67.7 70.6 73.0 75.4 77.9 

A 141.4 160.7 161.3 162.0 162.6 

4.04 4.02 4.01 4.01 4.00 

m3/h 13500+17000+17000 17000+17000+17000 17000+17000+18000 17000+18000+18000 18000+18000+18000

dB(A) 67.5 67.5 67.5 67.5 67.5 

dB(A) 81.5 81.5 81.5 81.5 81.5 

mm
980*750*1690+141
0/750/1690+1410/7

50/1690
1410/750/1690+1410/750/1690+1410/750/1690

mm
1070/850/1858+151
5/850/1858+1515/8

50/1858
1515/850/1858+1515/850/1858+1515/850/1858

kg 224/249+300/329+
300/329 300/329+300/329+300/329

DC INV. Twin-Rotary

1INV+2INV+2INV 2INV+2INV+2INV 2INV+2INV+2INV 2INV+2INV+2INV 2INV+2INV+2INV

R410A R410A R410A R410A R410A

kg 10kg+10kg+10kg 10kg+10kg+10kg 10kg+10kg+10kg 10kg+10kg+10kg 10kg+10kg+10kg

mm

mm

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

 m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

% 50~200  With Limitation

64 64 64 64 64

°C -5~53

China

Thailand

EER

 
)

 

 

  

O.U. do
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38VT086S73BQSS 38VT088S73BQSS 38VT090S73BQSS 38VT092S73BQSS 38VT094S73BQSS

38VT086S73BKSS 38VT088S73BKSS 38VT090S73BKSS 38VT092S73BKSS 38VT094S73BKSS

38VT020173BQ(K)SS 38VT022173BQ(K)SS 38VT022173BQ(K)SS 38VT022173BQ(K)SS 38VT022173BQ(K)SS

38VT022173BQ(K)SS 38VT022173BQ(K)SS 38VT022173BQ(K)SS 38VT022173BQ(K)SS 38VT024173BQ(K)SS

38VT022173BQ(K)SS 38VT022173BQ(K)SS 38VT022173BQ(K)SS 38VT024173BQ(K)SS 38VT024173BQ(K)SS

38VT022173BQ(K)SS 38VT022173BQ(K)SS 38VT024173BQ(K)SS 38VT024173BQ(K)SS 38VT024173BQ(K)SS

HP 86 88 90 92 94

kW 240.5 246.0 251.5 257.0 262.5 

Ph/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 60.1 61.5 64.0 66.5 69.0 

kW 132.9 133.2 133.6 133.9 134.2 

A 101.4 103.8 108.0 112.2 116.4 

A 216.2 216.8 217.3 217.8 218.3 

4.00 4.00 3.93 3.87 3.81 

m3/h
17000+18000+
18000+18000

18000+18000+
18000+18000

18000+18000+
18000+19000

18000+18000+
19000+19000

18000+19000+
19000+19000

dB(A) 69.0 69.0 69.0 69.5 69.5 

dB(A) 82.5 82.5 83.0 83.5 83.5 

mm 1410/750/1690+1410/750/1690+1410/750/1690+1410/750/1690

mm 1515/850/1858+1515/850/1858+1515/850/1858+1515/850/1858

kg 300/329+300/329+300/329+300/329

DC INV. Twin-Rotary

2INV+2INV+2INV+2INV

R410A R410A R410A R410A R410A

kg 10kg+10kg+10kg+10kg

mm

mm

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

 m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

% 50~200  With Limitation

64 64 64 64 64

°C -5~53

TD CO 78-94HP

China

Thailand

EER

 
)

 

 

  

O.U. do

57

38VT078S73BQSS 38VT080S73BQSS 38VT082S73BQSS 38VT084S73BQSS

38VT078S73BKSS 38VT080S73BKSS 38VT082S73BKSS 38VT084S73BKSS

38VT026173BQ(K)SS 38VT026173BQ(K)SS 38VT026173BQ(K)SS 38VT028173BQ(K)SS

38VT026173BQ(K)SS 38VT026173BQ(K)SS 38VT028173BQ(K)SS 38VT028173BQ(K)SS

38VT026173BQ(K)SS 38VT028173BQ(K)SS 38VT028173BQ(K)SS 38VT028173BQ(K)SS

/ / / /

HP 78 80 82 84

kW 219.0 224.0 229.0 234.0 

Ph/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 54.6 56.1 57.5 58.9 

kW 101.8 102.1 102.4 102.7 

A 92.2 94.6 97.1 99.5 

A 165.7 166.2 166.6 167.1 

4.01 4.00 3.98 3.97 

m3/h 19000+19000+19000 19000+19000+19000 19000+19000+19000 19000+19000+19000

dB(A) 68.5 68.5 68.5 68.5 

dB(A) 82.5 82.5 82.5 82.5 

mm 1410/750/1690+1410/750/1690+1410/750/1690

mm 1515/850/1858+1515/850/1858+1515/850/1858

kg 300/329+310/339+310/339

DC INV. Twin-Rotary

2INV+2INV+2INV

R410A R410A R410A R410A

kg 10kg+10kg+10kg 10kg+10kg+10kg 10kg+10kg+10kg 10kg+10kg+10kg

mm

mm

m 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220

 m 110/90 110/90 110/90 110/90

m 30 30 30 30

Pa 110 110 110 110

% 50~200  With Limitation

64 64 64 64

°C -5~53

EER

)



60

38VT106S73BQSS 38VT108S73BQSS 38VT110S73BQSS 38VT112S73BQSS

38VT106S73BKSS 38VT108S73BKSS 38VT110S73BKSS 38VT112S73BKSS

38VT026173BQ(K)SS 38VT026173BQ(K)SS 38VT026173BQ(K)SS 38VT028173BQ(K)SS

38VT026173BQ(K)SS 38VT026173BQ(K)SS 38VT028173BQ(K)SS 38VT028173BQ(K)SS

38VT026173BQ(K)SS 38VT028173BQ(K)SS 38VT028173BQ(K)SS 38VT028173BQ(K)SS

38VT028173BQ(K)SS 38VT028173BQ(K)SS 38VT028173BQ(K)SS 38VT028173BQ(K)SS

HP 106 108 110 112

kW 297.0 302.0 307.0 312.0 

Ph/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 74.3 75.7 77.1 78.6 

kW 136.0 136.3 136.6 137.0 

A 125.4 127.8 130.2 132.7 

A 221.4 221.9 222.3 222.8 

4.00 3.99 3.98 3.97 

m3/h 19000+19000+19000+19000

dB(A) 70.0 70.0 70.0 70.0 

dB(A) 84.0 84.0 84.0 84.0 

mm 1410/750/1690+1410/750/1690+1410/750/1690+1410/750/1690

mm 1515/850/1858+1515/850/1858+1515/850/1858+1515/850/1858

kg 310/339+310/339+310/339+310/339

DC INV. Twin-Rotary

2INV+2INV+2INV+2INV 2INV+2INV+2INV+2INV 2INV+2INV+2INV+2INV 2INV+2INV+2INV+2INV

R410A R410A R410A R410A

kg 10kg+10kg+10kg+10kg 10kg+10kg+10kg+10kg 10kg+10kg+10kg+10kg 10kg+10kg+10kg+10kg

mm

mm

m 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220

 m 110/90 110/90 110/90 110/90

m 30 30 30 30

Pa 110 110 110 110

% 50~200  With Limitation

64 64 64 64

°C -5~53

TD CO 96-112HP

China

Thailand

EER

 
)

 

 

  

O.U. do
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38VT096S73BQSS 38VT098S73BQSS 38VT100S73BQSS 38VT102S73BQSS 38VT104S73BQSS

38VT096S73BKSS 38VT098S73BKSS 38VT100S73BKSS 38VT102S73BKSS 38VT104S73BKSS

38VT024173BQ(K)SS 38VT024173BQ(K)SS 38VT024173BQ(K)SS 38VT024173BQ(K)SS 38VT026173BQ(K)SS

38VT024173BQ(K)SS 38VT024173BQ(K)SS 38VT024173BQ(K)SS 38VT026173BQ(K)SS 38VT026173BQ(K)SS

38VT024173BQ(K)SS 38VT024173BQ(K)SS 38VT026173BQ(K)SS 38VT026173BQ(K)SS 38VT026173BQ(K)SS

38VT024173BQ(K)SS 38VT026173BQ(K)SS 38VT026173BQ(K)SS 38VT026173BQ(K)SS 38VT026173BQ(K)SS

HP 96 98 100 102 104

kW 268.0 274.0 280.0 286.0 292.0 

Ph/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 71.5 71.8 72.1 72.5 72.8 

kW 134.6 134.8 135.1 135.4 135.7 

A 120.7 121.2 121.8 122.4 122.9 

A 218.8 219.3 219.9 220.4 220.9 

3.75 3.82 3.88 3.95 4.01 

m3/h 19000+19000+19000+19000

dB(A) 70.0 70.0 70.0 70.0 70.0 

dB(A) 84.0 84.0 84.0 84.0 84.0 

mm 1410/750/1690+1410/750/1690+1410/750/1690+1410/750/1690

mm 1515/850/1858+1515/850/1858+1515/850/1858+1515/850/1858

kg 310/339+310/339+310/339+310/339

DC INV. Twin-Rotary

2INV+2INV+2INV+2INV

R410A R410A R410A R410A R410A

kg 10kg+10kg+10kg+10kg

mm

mm

m 1000 1000 1000 1000 1000

m 260/220 260/220 260/220 260/220 260/220

 m 110/90 110/90 110/90 110/90 110/90

m 30 30 30 30 30

Pa 110 110 110 110 110

% 50~200  With Limitation

64 64 64 64 64

°C -5~53

China

Thailand

EER

 
)

 

 

  

O.U. do
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SIDE DISCHARGE
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ver

8545

25

35 87,5

45%

Ø
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4/5/6 HP

h(kj/kg)

In(P)

P

P

P0
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DC motor

TRUNG BÌNH
EER

65

4/5/6 HP 8/10/12 HP

Strong magnetic rotor, 
small vortex of refrige rant

DC fan motor

O
u

td
oo

r
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Cover for maintenance
Cover

Refrigerant 
charging 

valve

Main PCB

Parameter

15m

50m

175 m

175 m 

67

4/5/6 HP 8/10/12 HP
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XC

69

4/5/6 HP 8/10/12 HP
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600

1340

950

175 175

370 405

506

203
650

1636

1050

200

468400

450

965

27

370

175 600

950

175

 (4-12HP)

8/

71

756

920

600

13 40

950

175 175

370 405

130 199
154

372 402

18

 (3-7HP Dòng Compact)
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China 38VS226274HQSS 38VS280274HQSS 38VS335274HQSS

Thailand 38VS226274HKSS 38VS280274HKSS 38VS335274HKSS

HP 8 HP 10 HP 12 HP

kBtu/h 77.1 95.5 114.3

kW 22.6 28 33.5

kBtu/h 85.3 107.5 128

kW 25 31.5 37.5

PH/V/Hz 3/380~415/50/60 3/380~415/50/60 3/380~415/50/60

kW 5.79 7.73 9.3

kW 5.43 7.5 9.62

/ 3.9/4.6 3.62/4.2 3.6/3.9

m3/h 10000 10000 10000

dB(A) 55 58 60

dB(A) 66 69 71

mm 1050 x 400 x 1636 1050 x 400 x 1636 1050 x 400 x 1636

mm 1150 x 510 x 1790 1150 x 510 x 1790 1150 x 510 x 1790

kg 149/168 149/168 149/168

/ Twin Rotary Twin Rotary Twin Rotary 

/ 1 INV 1 INV 1 INV

kW 6.27 6.27 6.27

/ R410A R410A R410A

kg 5.1 5.1 5.1

mm 9.52 9.52 12.7

mm 19.05 22.22 25.4

m 300 300 300

m 175/150 175/150 175/150

m 50 50 50

m 15 15 15

% 50~130 50~130 50~130

/ 13 16 16

-5~48 -5~48 -5~48

-20~27 -20~27 -20~27 

°C

°C

EER/COP

. 

  

O
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China 38VS125C7SHQSS 38VS140C7SHQSS

Thailand 38VS125C7SHKSS 38VS140C7SHKSS

HP 4.0 5.0

kW 12.5 14

kW 14 16

PH/V/Hz 1/220-240/50/60 1/220-240/50/60

kW 3.56 4.0

kW 3.5 3.95

/ 3.51 3.5

/ 4.0 4.05

m3/h 5400 5400

dB(A) 55 57

dB(A) 66 68

mm 950 x 370 x 965 950 x 370 x 965

mm 1010 x 458 x 990 1010 x 458 x 990

kg 90/102 90/102

/ Twin Rotary Twin Rotary 

/ 1.0 1.0

kW 4.13 4.13

/ R410A R410A

kg 3.0 3.0

mm 9.52 9.52

mm 15.88 15.88

m 120 120

m 70 70

m 30/20 30/20

m 10 10

% 50-150 50-150

/ 8.0 10

°C -5~52 -5~52

°C   -15~21 -15~21

EER

COP

. 

  

O
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SD  HP 2 fans 4-5-6 HP

China 38VS121173HQSS 38VS140173HQSS 38VS155173HQSS

Thailand 38VS121173HKSS 38VS140173HKSS 38VS155173HKSS

HP 4.0 5.0 6.0

kW 12.1 14.0 15.5

kW 14.2 16.0 18.0

PH/V/Hz 3/380-415/50/60 3/380-415/50/60 3/380-415/50/60

kW 2.99 3.51 4.31

kW 3.18 3.72 4.39

/ 4.05 3.99 3.60

/ 4.47 4.30 4.10

m3/h 7200 7200 7200

dB(A) 57 58 59

dB(A) 68 69 70

mm 950 x 370 x 1340 950 x 370 x 1340 950 x 370 x 1340

mm 1023 x 483 x 1492 1023 x 483 x 1492 1023 x 483 x 1492

kg 115/123 115/123 115/123

/ Twin Rotary Twin Rotary Twin Rotary

/ 1.0 1.0 1.0

kW 4.06 4.06 4.06

/ R410A R410A R410A

kg 4.0 4.0 4.0

mm 9.52 9.52 9.52

mm 15.88 15.88 15.88

m 300 300 300

m 175/150 175/150 175/150

m 50 50 50

m 15 15 15

% 50-130 50-130 50-130

/ 8.0 10 13

°C -15~48 -15~48 -15~48

°C   -20~27 -20~27 -20~27 

EER

COP

. 

  

O
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China 38VS12117SHQSS 38VS14017SHQSS 38VS15517SHQSS

Thailand 38VS12117SHKSS 38VS14017SHKSS 38VS15517SHKSS

HP 4.0 5.0 6.0

kW 12.1 14.0 15.5

kW 14.2 16.0 18.0

PH/V/Hz 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60

kW 2.99 3.51 4.31

kW 3.18 3.72 4.39

/ 4.05 3.99 3.60

/ 4.47 4.30 4.10

m3/h 7200 7200 7200

dB(A) 57 58 59

dB(A) 68 69 70

mm 950 x 370 x 1340 950 x 370 x 1340 950 x 370 x 1340

mm 1023 x 483 x 1492 1023 x 483 x 1492 1023 x 483 x 1492

kg 115/123 115/123 115/123

/ Twin Rotary Twin Rotary Twin Rotary

/ 1.0 1.0 1.0

kW 4.13 4.13 4.13

/ R410A R410A R410A

kg 4.0 4.0 4.0

mm 9.52 9.52 9.52

mm 15.88 15.88 15.88

m 300 300 300

m 175/150 175/150 175/150

m 50 50 50

m 15 15 15

% 50-130 50-130 50-130

/ 8.0 10 13

°C -15~48 -15~48 -15~48

°C   -20~27 -20~27 -20~27 

EER
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SD HP compact 3-5-7HP

38VS180L7SHQSS 38VS180L74HQSS

HP 7 HP 7 HP

kW 18.0 18.0

kW 20.0 20.0

PH/V/Hz 1/220-240/50/60 3/380-400/50/60

kW 4.75 4.75

kW 4.56 4.56

/ 3.79 3.79

/ 4.39 4.39

m3/h 7200 7200

dB(A) 54 54

dB(A) 65 65

mm 950 x 370 x 1340 950 x 370 x 1340

mm 1023 x 483 x 1492 1023 x 483 x 1492

kg 108/123 108/123

/ Twin Rotary Twin Rotary

/ 1.0 1.0

kW 4.02 4.06

/ R410A R410A

kg 4.0 4.0

mm 19.05 15.88

mm 9.52 9.52

m 150 150

m 70 70

m 30/20 30/20

m 10 10

% 50~130

/ 9.0 9.0

°C -5~50

°C   -20~27

EER

COP
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38VS080L7SHQSS 38VS140L7SHQSS

HP 3 HP 5 HP

kW 8.0 14.0

kW 9.5 16

PH/V/Hz 1/220-240/50/60 1/220-240/50/60

kW 2.2 3.7

kW 2.2 3.73

/ 3.64 3.78

/ 4.32 4.29

m3/h 4500 7200

dB(A) 50 52

dB(A) 61 63

mm 920 x 372 x 756 950 x 370 x 1340

mm 1036 x 478 x 820 1023 x 483 x 1492

kg 73/80 108/123

/ Twin Rotary Twin Rotary

/ 1.0 1.0

kW 1.96 4.02

/ R410A

kg 2.1 4.0

mm 15.88 19.05

mm 9.52 9.52

m 120 150

m 70 70

m 30/20 30/20

m 10 10

% 50~130

/ 4.0 8.0

°C -5~50

°C   -20~27

EER

COP

Máy nén
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085 CAS

089 CAS

093 CAS

098 CAS

 CAS

 CT

111 T D STA C A)

 T D STA C A)

 STA C A)

 STA C 

 ( A A )

 STA C A)

 

 

 ECESSED

 E T

 

 V
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82

 

STA T
(20/200 PA)

STA T 

20-120 PA

STA T
(20/200 PA)

 
(0/250 PA)

- RE ES
E
F OOR 

F

HR

SS
SS 40VKS 40V 40V

 (18-54)

 (18-54)  (48)

 (18-54)

 (18-54)

72/96 

STA T

81

CASSETTE DUCT

CASSETTE CASSETTE
COMPACT
CASSETTE CASSETTE CASSETTE SLIM DUCT

ST DARD
STATIC DUCT
(50-100PA)

40VU1 40VU2 40VUC 40VUC&S 40VUR 40VDL
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In
do

or

83



86

Thành phần Đơn vị 40VU0051-7E-QEE 40VU0071-7E-QEE 40VU0091-7E-QEE 40VU0121-7E-QEE

kBtu/h 5.1 7.5 9.6 12.3

kW 1.5 2.2 2.8 3.6

kBtu/h 5.8 8.5 10.9 13.6

kW 1.7 2.5 3.2 4.0

 Ph/V/Hz 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60

W 21 21 21 23

m3/h 530/490/450 530/490/450 530/490/450 550/530/490

dB(A) 32/29/24 32/29/24 32/29/24 34/30/25

dB(A) 46/43/38 46/43/38 46/43/38 48/44/39

mm 875 x 505 x 185 875 x 505 x 185 875 x 505 x 185 875 x 505 x 185

mm 1028 x 581 x 270 1028 x 581 x 270 1028 x 581 x 270 1028 x 581 x 270

kg 15.3/17.9 15.3/17.9 15.3/17.9 15.3/17.9

mm 6.35 6.35 6.35 6.35

mm 9.52 9.52 9.52 12.7

/ 40VPU01217EQEE 40VPU01217EQEE 40VPU01217EQEE 40VPU01217EQEE

mm 1050 x 560 x 122 1050 x 560 x 122 1050 x 560 x 122 1050 x 560 x 122

mm 1133 x 623 x 197 1133 x 623 x 197 1133 x 623 x 197 1133 x 623 x 197

kg 5.3/8.3 5.3/8.3 5.3/8.3 5.3/8.3

In
do

or

85

CAS
(DC MOTOR) 40VU1

EQEE

có dây

40VC FQEE 40VC FQEE40VC FQEE 40V FQEE 40V FQSS
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33

15

  

185

875

505

In
do

or

In
do

or
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CAS
(DC MOTOR)

 

 

opposite fastener

fastener

Rack

600 mm
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40VU0072-7G-QEE 40VU0092-7G-QEE 40VU0122-7G-QEE 40VU0162-7G-QEE 40VU0182-7G-QEE

kBtu/h 7.5 9.6 12.3 15.4 19.1

kW 2.2 2.8 3.6 4.5 5.6

kBtu/h 8.5 10.9 13.6 17.1 21.5

kW 2.5 3.2 4.0 5.0 6.3

 Ph/V/Hz 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60

W 90 90 90 110 110

m3/h 840/700/550 840/700/550 840/700/550 840/700/550 840/700/550

dB(A) 42/37/33 42/37/33 42/37/33 44/39/34 44/39/34

dB(A) 55/50/46 55/50/46 55/50/46 57/52/47 57/52/47

mm 817 x 620 x 220 817 x 620 x 220 817 x 620 x 220 817 x 620 x 220 817 x 620 x 220

mm 1015 x 695 x 260 1015 x 695 x 260 1015 x 695 x 260 1015 x 695 x 260 1015 x 695 x 260

kg 21/23 21/23 21/23 21/23 21/23

mm 6.35 6.35 6.35 6.35 6.35

mm 9.52 9.52 12.7 12.7 12.7

/ 40VPU01827GQEE 40VPU01827GQEE 40VPU01827GQEE 40VPU01827GQEE 40VPU01827GQEE

mm 1055 x 680 x 68 1055 x 680 x 68 1055 x 680 x 68 1055 x 680 x 68 1055 x 680 x 68

mm 1110 x 720 x 160 1110 x 720 x 160 1110 x 720 x 160 1110 x 720 x 160 1110 x 720 x 160

kg 7/8 7/8 7/8 7/8 7/8

Mã 
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CAS
(AC MOTOR) 40VU2

 40VPU01827GQEE

40VCW217FQEE 40VCW327FQEE40VCW117FQEE 40VCI67FQEE 40VCIC7FQSS

có dây
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620

817

220

In
do
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220mm
235mm

700mm

CAS
(AC MOTOR)
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40VU005C-7S-QEE 40VU007C-7S-QEE 40VU009C-7S-QEE 40VU012C-7S-QEE 40VU016C-7S-QEE 40VU018C-7S-QEE 

kBtu/h 5.1 7.5 9.5 12.3 15.3 19.1

kW 1.5 2.2 2.8 3.6 4.5 5.6

kBtu/h 5.8 8.5 10.9 13.6 17.1 21.5

kW 1.7 2.5 3.2 4.0 5.0 6.3

Ph/V/Hz 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60

W 17 17 17 18 26 35

m3/h 520/450/400 520/450/400 520/450/400 520/450/400 650/520/450 760/650/520

dB(A) 32/30/29 32/30/29 32/30/29 33/30/29 33/30/29 34/32/30

dB(A) 46/44/43 46/44/43 46/44/43 47/44/43 47/44/43 48/46/44

mm 570 x 570 x 260 570 x 570 x 260 570 x 570 x 260 570 x 570 x 260 570 x 570 x 260 570 x 570 x 260

mm 718 x 680 x 380 718 x 680 x 380 718 x 680 x 380 718 x 680 x 380 718 x 680 x 380 718 x 680 x 380

kg 16/19 16/19 16/19 19/22 19/22 19/22

mm 6.35 6.35 6.35 6.35 6.35 6.35

mm 9.52 9.52 9.52 12.7 12.7 12.7

/ 40VPU018C7SQEE 40VPU018C7SQEE 40VPU018C7SQEE 40VPU018C7SQEE 40VPU018C7SQEE 40VPU018C7SQEE

mm 620 x 620 x 60 620 x 620 x 60 620 x 620 x 60 620 x 620 x 60 620 x 620 x 60 620 x 620 x 60

mm 660 x 660 x 115 660 x 660 x 115 660 x 660 x 11 660 x 660 x 115 660 x 660 x 115 660 x 660 x 115

kg 2.8/4.5 2.8/4.5 2.8/4.55    2.8/4.5 2.8/4.5 2.8/4.5 

Mã 

  

  

In
do
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CAS
(DC MOTOR) 40VUC

: 40VPU018C7SQEE

40VCW217FQEE 40VCW327FQEE40VCW117FQEE 40VCI67FQEE 40VCIC7FQSS

có dây
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1200mm

620mm

62
0m

m

57
0m

m

 

26
0m

m

600mm
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1 2 3

CAS
T
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CAS
(AC MOTOR) 40VUC&S

/

40VU024S-7G-QEE 40VU028S-7G-QEE 40VU030S-7G-QEE 40VU038S-7G-QEE 40VU048S-7G-QEE

40VU024S-7G-KEE 40VU028S-7G-KEE 40VU030S-7G-KEE 40VU038S-7G-KEE 40VU048S-7G-KEE

kBtu/h 24.2 27.3 30.7 38.2 47.8

kW 7.1 8.0 9.0 11.2 14

kBtu/h 27.3 30.7 34.1 42.7 54.6

kW 8.0 9.0 10 12.5 16

Ph/V/Hz 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60

W 100 100 150 150 170

m3/h 1380/1190/1000 1380/1190/1000 2050/1860/1670 2050/1860/1670 2100/1910/1720

dB(A) 35/34/31 37/35/31 37/35/31 37/35/31 44/40/36

dB(A) 49/48/45 51/49/45 51/49/45 51/49/45 58/54/50

mm 840 x 840 x 204 840 x 840 x 204 840 x 840 x 246 840 x 840 x 246 840 x 840 x 288

mm 983 x 983 x 290 983 x 983 x 290 983 x 983 x 331 983 x 983 x 331 983 x 983 x 373

kg 27/30 27/30 31/36 31/36 33/38

mm 9.52 9.52 9.52 9.52 9.52

mm 15.88 15.88 15.88 15.88 15.88

/ 40VPU048S7GQEE 40VPU048S7GQEE 40VPU048S7GQEE 40VPU048S7GQEE 40VPU048S7GQEE

mm 950 x 950 x 60 950 x 950 x 60 950 x 950 x 60 950 x 950 x 60 950 x 950 x 60

mm 992 x 992 x 115 992 x 992 x 115 992 x 992 x 115 992 x 992 x 115 992 x 992 x 115

kg 6/7.5  6/7.5 6/7.5 6/7.5 6/7.5 

40VC F 40VC F40VC F 40V F 40V F SS

Mã 

  

  

In
do

or
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40VU005C-7G-QEE 40VU007C-7G-QEE 40VU009C-7G-QEE 40VU012C-7G-QEE 40VU016C-7G-QEE 40VU018S-7G-QEE

40VU005C-7G-KEE 40VU005C-7G-KEE 40VU009C-7G-KEE 40VU012C-7G-KEE 40VU016C-7G-KEE 40VU018S-7G-KEE

kBtu/h 5.1 7.5 9.5 12.3 15.3 19.1

kW 1.5 2.2 2.8 3.6 4.5 5.6

kBtu/h 5.8 8.5 10.9 13.6 17.1 21.5

kW 1.7 2.5 3.2 4.0 5.0 6.3

Ph/V/Hz 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60

W 80 80 80 80 80 70

m3/h 650/540/430 700/590/480 700/590/480 700/590/480 700/590/480 1000/810/620

dB(A) 31/29/28 32/30/29 32/30/29 32/30/29 33/30/29 33/30/29

dB(A) 45/43/42 46/44/43 46/44/43 46/44/43 47/44/43 47/44/43

mm 570 x 570 x 260 570 x 570 x 260 570 x 570 x 260 570 x 570 x 260 570 x 570 x 260 840 x 840 x 183

mm 718 x 680 x 380 718 x 680 x 380 718 x 680 x 380 718 x 680 x 380 718 x 680 x 380 983 x 983 x 268

kg 16/19 16/19 16/19 19/22 19/22 25/28

mm 6.35 6.35 6.35 6.35 6.35 6.35

mm 9.52 9.52 9.52 12.7 12.7 12.7

/ 40VPU016C7GQEE 40VPU016C7GQEE 40VPU016C7GQEE 40VPU016C7GQEE 40VPU016C7GQEE 40VPU048S7GQEE

mm 700 x 700 x 60 700 x 700 x 60 700 x 700 x 60 700 x 700 x 60 700 x 700 x 60 950 x 950 x 60 

mm 740 x 740 x 115 740 x 740 x 115 740 x 740 x 115 740 x 740 x 115 740 x 740 x 115 992 x 992 x 115 

kg 2.8/4.5 2.8/4.5 2.8/4.5 2.8/4.5 2.8/4.5 6/7.5

Mã 
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700mm

70
0m

m

57
0m

m

70mm

26
0m

m

40VU018S-7G

183mm

40VU030S-7G/ 40VU038S-7G

246mm

40VU024S-7G/ 40VU028S-7G

204mm

40VU048S-7G

288mm

decorated board 950m
m

            950mm

840mm

840m
m

/ / / /

/ / / /
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21

1

2

3
4

600 600

40VU005~016C-7G-QEE
40VU005~016C-7G-KEE

40VU018~048S-7G-QEE
40VU018~048S-7G-KEE

FOUR-WAY CASSETTE
(AC MOTOR)

 

 

 

locks
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40VU028R-7E-QEE 40VU030R-7E-QEE 40VU038R-7E-QEE 40VU048R-7E-QEE 40VU054R-7E-QEE

kBtu/h 27.3 30.7 38.2 47.7 54.6

kW 8.0 9.0 11.2 14 16

kBtu/h 30.7 34.1 42.6 54.6 61.2

kW 9.0 10 12.5 16 18

Ph/V/Hz 1/220-230/50/60 1/220-230/50/60 1/220~230/50/60 1/220-230/50/60 1/220~230/50/60

W 50 90 90 110 110

m3/h 1380/1190/1000 2050/1860/1670 2050/1860/1670 2100/1910/1720 2100/1910/1720

dB(A) 37/35/31 37/35/31 37/35/31 44/40/36 44/40/36

mm 840 x 840 x 204 840 x 840 x 246 840 x 840 x 246 840 x 840 x 288 840 x 840 x 288

kg 27/30 31/36 31/36 33/38 33/38

mm 9.52 9.52 9.52 9.52 9.52

mm 15.88 15.88 15.88 15.88 15.88

/ 40VPU054R7EQEE 40VPU054R7EQEE 40VPU054R7EQEE 40VPU054R7EQEE 40VPU054R7EQEE

/ 40VPU054A7EQEE 40VPU054A7EQEE 40VPU054A7EQEE 40VPU054A7EQEE 40VPU054A7EQEE

mm 950 x 950 x 50 950 x 950 x 50 950 x 950 x 50 950 x 950 x 50 950 x 950 x 50

mm 1013 x 1025 x 123 1013 x 1025 x 123 1013 x 1025 x 123 1013 x 1025 x 123 1013 x 1025 x 123

kg 6.5/9 6.5/9 6.5/9 6.5/9 6.5/9

Mã 

  

  

In
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CASSETTE TRÒN
(DC MOTOR) 40VUR

EQEE

40VU007R-7E-QEE 40VU009R-7E-QEE 40VU012R-7E-QEE 40VU016R-7E-QEE 40VU018R-7E-QEE 40VU024R-7E-QEE

kBtu/h 7.5 9.5 12.3 15.3 19.1 24.2

kW 2.2 2.8 3.6 4.5 5.6 7.1

kBtu/h 8.5 10.9 13.6 17.1 21.5 27.3

kW 2.5 3.2 4.0 5.0 6.3 8.0

Ph/V/Hz 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60

W 30 30 30 30 30 50

m3/h 1000/810/620 1000/810/620 1000/810/620 1000/810/620 1000/810/620 1380/1190/1000

dB(A) 30/27/25 30/27/25 30/27/25 32/29/27 33/30/29 35/34/31

mm 840 x 840 x 183 840 x 840 x 183 840 x 840 x 183 840 x 840 x 183 840 x 840 x 183 840 x 840 x 204

kg 25/28 25/28 25/28 25/28 25/28 27/30

mm 6.35 6.35 6.35 6.35 6.35 9.52

mm 9.52 9.52 12.7 12.7 12.7 15.88

/ 40VPU054R7EQEE 40VPU054R7EQEE 40VPU054R7EQEE 40VPU054R7EQEE 40VPU054R7EQEE 40VPU054R7EQEE

/ 40VPU054A7EQEE 40VPU054A7EQEE 40VPU054A7EQEE 40VPU054A7EQEE 40VPU054A7EQEE 40VPU054A7EQEE

mm 950 x 950 x 50 950 x 950 x 50 950 x 950 x 50 950 x 950 x 50 950 x 950 x 50 950 x 950 x 50

mm 1013 x 1025 x 123 1013 x 1025 x 123 1013 x 1025 x 123 1013 x 1025 x 123 1013 x 1025 x 123 1013 x 1025 x 123

kg 6.5/9 6.5/9 6.5/9 6.5/9 6.5/9 6.5/9

40VC FQEE 40VC FQEE40VC FQEE 40V FQEE 40V FQSS
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40VU007/009/012/016/018R-7E-QEE

40VU024/028R-7E-QEE

40VU030/038R-7E-QEE

40VU048/054R-7E-QEE

183mm

204mm

246mm

288mm

840mm

840mm

Housing

4x Bolts (M5*25)
(including gaskets)

2 x U-shaped
hooks

decorated board 950mm)

decorated board 950m
m

In
do

or
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1200mm

1 2

40VPU054A7EQEE

CASSETTE TRÒN
(DC MOTOR)
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Unit

40VD016L-7E-QEE 40VD018L-7E-QEE 40VD024L-7E-QEE

40VD016L-7E-KEE 40VD018L-7E-KEE 40VD024L-7E-KEE

kBtu/h 15.3 19.1 24.2

kW 4.5 5.6 7.1

kBtu/h 17.1 21.5 27.3

kW 5.0 6.3 8.0

Ph/V/Hz 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60

W 35 40 50

m3/h 600/540/460 800/690/580 930/850/750

dB(A) 32/29/26 33/30/27 36/33/30

dB(A) 46/43/40 47/44/41 50/47/43

mm 850 x 420 x 185 1170 x 420 x 185 1170 x 420 x 185

mm 1045 x 540 x 270 1365 x 540 x 270 1365 x 540 x 270

kg 18.5/23.5 22.2/28.2 24/30

mm 6.35 6.35 9.52

mm 12.7 12.7 15.88

Pa 0/15/30 0/15/30 0/15/30

/ Standard Standard Standard
W

Mã 

  

In
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DÒNG SLIM DUCT
(DC MOTOR 0/15/30 PA)

R er

40VCIR7FQEE

40VD005L-7E-QEE 40VD007L-7E-QEE 40VD009L-7E-QEE 40VD012L-7E-QEE

40VD005L-7E-KEE 40VD007L-7E-KEE 40VD009L-7E-KEE 40VD012L-7E-KEE

kBtu/h 5.1 7.5 9.5 12.3

kW 1.5 2.2 2.8 3.6

kBtu/h 5.8 8.5 10.9 13.6

kW 1.7 2.5 3.2 4.0

Ph/V/Hz 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60

W 18 18 18 31

m3/h 430/370/310 480/420/360 480/420/360 550/430/370

dB(A) 26/22/19 27/23/20 27/23/20 30/27/24

dB(A) 40/36/33 41/37/34 41/37/34 44/41/38

mm 850 x 420 x 185 850 x 420 x 185 850 x 420 x 185 850 x 420 x 185

mm 1045 x 540 x 270 1045 x 540 x 270 1045 x 540 x 270 1045 x  540 x 270

kg 16.5/21.5 17.5/22.5 17.5/22.5 17.5/22.5

mm 6.35 6.35 6.35 6.35

mm 9.52 9.52 9.52 12.7

Pa 0/15/30 0/15/30 0/15/30 0/15/30

/

40VCW217FQEE 40VCW327FQEE40VCW117FQEE 40V FQEE 40VCIC7FQSS

W

Mã 
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185

850

420

185

185

420

1170
1170

850

920

40VD005/007/009/012/016L-7E-QEE
40VD005/007/009/012/016L-7E-KEE

40VD018/024L-7E-QEE
40VD018/024L-7E-KEE

420

640

Ra

Gió vào
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600 mm
185mm

DÒNG SLIM DUCT
(DC MOTOR – 0/15-30 PA)

upmost

Drop-Ceiling

Min.5mm

WxHxD) WxHxD)

Up to 40VPD016L7EQEE 890 x 190 x 100 mm 890 x 291 x 100 mm

40VPD018~024L7EQEE 1210 x 190 x 100 mm 1210 x 291 x 100 mm
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Unit

40VD024S-7G-QEE 40VD028S-7G-QEE 40VD030S-7G-QEE 40VD038S-7G-QEE 40VD048S-7G-QEE 40VD054S-7G-QEE

40VD024S-7G-KEE 40VD028S-7G-KEE 40VD030S-7G-KEE 40VD038S-7G-KEE 40VD048S-7G-KEE 40VD054S-7G-KEE

kBtu/h 24.2 27.3 30.7 38.2 47.8 54.6

kW 7.1 8 9 11.2 14 16

kBtu/h 27.3 30.7 34.1 44.4 55.6 61.4

kW 8 9 10 13 16.3 18

Ph/V/Hz 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60

W 190 190 230 235 290 290

m3/h 1174/1080/960 1174/1080/960 1500/1180/930 1700/1300/900 2000/1700/1250 2000/1700/1250

dB(A) 40/37/34 42/38/34 42/38/34 42/39/35 43/40/35 43/40/35

dB(A) 44/41/38 46/42/38 46/42/38 46/33/39 47/44/39 47/44/39

mm 1100/700/248 1100/700/248 1100/700/248 1500/700/248 1500/700/248 1500/700/248

mm 1332/835/280 1332/835/280 1332/835/280 1698/857/305 1698/857/305 1698/857/305

kg 37/43.4 37/43.6 39.4/45.4 48.3/56.5 51.3/59.5 51.3/59.5

mm 9.52 9.52 9.52 9.52 9.52 9.52

mm 15.88 15.88 15.88 15.88 15.88 15.88

Pa 50/100 50/100 50/100 50/100 50/100 50/100

/ Standard Standard Standard Standard Standard Standard
W

In
do

or
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DÒNG STANDARD STATIC DUCT
(AC MOTOR 50/100 PA) 

40VD005S-7G-QEE 40VD007S-7G-QEE 40VD009S-7G-QEE 40VD012S-7G-QEE 40VD016S-7G-QEE 40VD018S-7G-QEE

40VD005S-7G-KEE 40VD007S-7G-KEE 40VD009S-7G-KEE 40VD012S-7G-KEE 40VD016S-7G-KEE 40VD018S-7G-KEE

kBtu/h 5.1 7.5 9.5 12.3 15.3 19.1

kW 1.5 2.2 2.8 3.6 4.5 5.6

kBtu/h 5.8 8.5 10.9 13.6 17.1 21.5

kW 1.7 2.5 3.2 4 5 6.3

Ph/V/Hz 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60

W 105 105 105 105 125 137

m3/h 630/510/424 630/510/424 630/510/424 630/510/424 740/550/442 980/840/760

dB(A) 35/33/31 35/33/31 35/33/31 35/33/31 35/33/31 36/34/32

dB(A) 39/37/35 39/37/35 39/37/35 39/37/35 39/37/35 40/38/36

mm 700/700/248 700/700/248 700/700/248 700/700/248 700/700/248 1100/700/248

mm 932/835/280 932/835/280 932/835/280 932/835/280 932/835/280 1332/835/280

kg 27/32 27/32 27/32 27/32 28.5/33.5 36.8/43.5

mm 6.35 6.35 6.35 6.35 6.35 6.35

mm 9.52 9.52 9.52 12.7 12.7 12.7

Pa 50/100 50/100 50/100 50/100 50/100 50/100

/

40V F40VC F 40VC F40VC F 40V F 40V FQSS

R

Mã 

W
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700

700

700

248

700

1100

1100

248

700

1500

1500

248

40VD005S-7G-QEE/40VD007S-7G-QEE/40VD009S-7G-QEE/40VD012S-7G-QEE/40VD016S-7G-QEE
40VD005S-7G-KEE/40VD007S-7G-KEE/40VD009S-7G-KEE/40VD012S-7G-KEE/40VD016S-7G-KEE

40VD018S-7G-QEE/40VD024S-7G-QEE/40VD028S-7G-QEE/40VD030S-7G-QEE
40VD018S-7G-KEE/40VD024S-7G-KEE/40VD028S-7G-KEE/40VD030S-7G-KEE

40VD038S-7G-QEE/40VD048S-7G-QEE/40VD054S-7G-QEE
40VD038S-7G-KEE/40VD048S-7G-KEE/40VD054S-7G-KEE
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700mm 
upmost248mm

DÒNG STANDARD STATIC DUCT
(AC MOTOR – 50/100 PA)

S S
• 

 
• 

  

T

Drop-Ceiling

Min.5mm
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Unit 40VD024S-7S-QEE 40VU028S-7S-QEE 40VD030S-7S-QEE 40VU038S-7S-QEE 40VD048S-7S-QEE 40VD054S-7S-QEE

kBtu/h 24.2  27.3 30.7 38.2 47.8 54.6

kW 7.1 8.0 9.0 11.2 14 16

kBtu/h 27.3 30.7 34.1 44.4 55.6 61.4

kW 8.0 9.0 10 13 16.3 18

Ph/V/Hz 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220~240/50/60 1/220~240/50/60

W 71 71 80 80 140 140

m3/h 1275/1050/875 1275/1050/875 1450/1200/1000 2000/1700/1400 2150/1750/1400 2350/1950/1600

dB(A) 34/31/29 35/33/30 36/33/30 38/35/32 40/36/32 42/38/34

dB(A) 46/43/41 47/45/42 48/45/42 50/47/44 52/48/44 54/50/46

mm 1100 x 700 x 248 1100 x 700 x 248 1100 x 700 x 248 1500 x 700 x 248 1500 x 700 x 248 1500 x 700 x 248

mm 1332 x 835 x 280 1332 x 835 x 280 1332 x 835 x 280 1698 x 857 x 305 1698 x 857 x 305 1698 x 857 x 305

kg 36.8/43.4 36.8/43.4 39.4/45.4 48.3/56.5 51.3/59.5 51.3/59.5

mm 9.52 9.52 9.52 9.52 9.52 9.52

mm 15.88 15.88 15.88 15.88 15.88 15.88

Pa 20/200 20/200 20/180 20/180 20/180 20/180

/ Standard Standard Standard Standard Standard Standard

Thành phần

W

In
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or
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DÒNG STANDARD STATIC DUCT
(DC MOTOR 20/200 PA) 

Đơn vị 40VD005S-7S-QEE 40VD007S-7S-QEE 40VD009S-7S-QEE 40VD012S-7S-QEE 40VD016S-7S-QEE 40VD018S-7S-QEE

kBtu/h 5.1 7.5 9.5 12.3 15.3 19.1

kW 1.5 2.2 2.8 3.6 4.5 5.6

kBtu/h 5.8 8.5 10.9 13.6 17.1 21.5

kW 1.7 2.5 3.2 4.0 5.0 6.3

Ph/V/Hz 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60

W 27 27 27 31 39 42

m3/h 515/440/390 545/470/390 545/470/390 570/495/420 700/625/550 915/765/640

dB(A) 29/27/25 30/28/25 30/28/25 31/29/27 32/30/28 33/31/29

dB(A) 41/39/37 42/40/37 42/40/37 43/41/39 44/42/40 45/43/41

mm 700 x 700 x 248 700 x 700 x 248 700 x 700 x 248 700 x 700 x 248 700 x 700 x 248 1100 x 700 x 248

mm 932 x 835 x 280 932 x 835 x 280 932 x 835 x 280 932 x 835 x 280 932 x 835 x 280 1332 x 835 x 280

kg 27/32 27/32 27/32 27/32 28.5/33.5 36.8/43.4

mm 6.35 6.35 6.35 6.35 6.35 6.35

mm 9.52 9.52 9.52 12.7 12.7 12.7

Pa 20/200 20/200 20/200 20/200 20/200 20/200

/

40VCIR7FQEE40VCW217FQEE 40VCW327FQEE40VCW117FQEE 40VCI67FQEE 40VCIC7FQSS

R

Thành phầnMã 

W
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700

700

700

248

700

1100

1100

248

700

1500

1500

248

40VD005S-7G-QEE/40VD007S-7G-QEE/40VD009S-7G-QEE/40VD012S-7G-QEE/40VD016S-7G-QEE
40VD005S-7G-KEE/40VD007S-7G-KEE/40VD009S-7G-KEE/40VD012S-7G-KEE/40VD016S-7G-KEE

40VD018S-7G-QEE/40VD024S-7G-QEE/40VD028S-7G-QEE/40VD030S-7G-QEE
40VD018S-7G-KEE/40VD024S-7G-KEE/40VD028S-7G-KEE/40VD030S-7G-KEE

40VD038S-7G-QEE/40VD048S-7G-QEE/40VD054S-7G-QEE
40VD038S-7G-KEE/40VD048S-7G-KEE/40VD054S-7G-KEE

In
do

or
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DÒNG STANDARD STATIC DUCT
(DC MOTOR – 20/200 PA)

S
• 

 
• 

  

upmost

Drop-Ceiling

Min.5mm

ceiling

700mm 
upmost248mm

248mm

700mm 
upmost

700mm 
upmost
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40VD030R-7E-QSS 40VD038R-7E-QSS 40VD048R-7E-QSS

40VD030R-7E-KSS 40VD038R-7E-KSS 40VD048R-7E-KSS

kBtu/h 30.7 38.2 47.8

kW 9.0 11.2 14

kBtu/h 34.1 44.3 55.6

kW 10 13 16.3

Ph/V/Hz 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60

W 290 300 300

m3/h 2050/1500/1150 2050/1500/1150 2050/1500/1150

dB(A) 48/46/43 49/46/44 49/46/44

dB(A) 64/62/58 66/62/59 66/62/59

mm 1135 x 742 x 270 1135 x 742 x 270 1135 x 742 x 270

mm 1301/853/305 1301/853/305 1301/853/305

kg 35/38 41/44 41/44

mm 9.52 9.52 9.52

mm 15.88 15.88 15.88

Pa 50/120 50/120 50/120

/ 40VAD096P7FQEE
(Tùy chọn)

40VAD096P7FQEE 40VAD096P7FQEE
(Tùy chọn) (Tùy chọn)W

In
d
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r
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40VCIR7FQEE

40VCW217FQEE

40VCW327FQEE

40VCW117FQEE

40VCI67FQEE 40VCIC7FQSS

DÒNG MEDIUM STATIC DUCT
(DC Motor 20-120 PA)

er

 40VAD096P7FQEE 

ESP 120P ESP 

ex

R er



122597

M
edium

 ESP D
uct Type 

Indoor U
nit (AD

*M
JER

N
)

20.3 Dimension

In
do

or
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700mm
upmost270mm

Drop-Ceiling

Min.5mm

DÒNG MEDIUM STATIC DUCT
(DC Motor 20-120 PA) 

ex
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Unit
40VD038H-7S-QSS 40VD048H-7S-QSS 40VD054H-7S-QSS 40VD072H-7G-QSS 40VD096H-7G-QSS

40VD038H-7S-KSS 40VD048H-7S-KSS 40VD054H-7S-KSS 40VD072H-7G-KSS 40VD096H-7G-KSS

kBtu/h 38.2 47.8 54.6 77.1 95.5

kW 11.2 14 16 22.6 28

kBtu/h 44.4 55.6 61.4 86.0 107.5

kW 13 16.3 18 25.2 31.5

Ph/V/Hz 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220-230/50/60 1/220-230/50/60

W 80 140 140 750 750

m3/h 2000/1700/1400 2150/1750/1400 2350/1950/1600 4200/3750/3330/2800* 4200/3750/3330/2800*

dB(A) 38/35/32 40/36/32 42/38/34 54/51/49/47** 54/51/49/47

dB(A) 50/47/44 52/48/44 54/50/46 68/65/63/61 68/65/63/61**

mm 1500×700×248 1500×700×248 1500×700×248 1333×748×495 1333×748×495

mm 1698×857×305 1698×857×305 1698×857×305 1558×896×668 1558×896×668

kg 48.3/56.5 51.3/59.5 51.3/59.5 87/109 87/109

mm 9.52 9.52 9.52 12.7 12.7

mm 15.88 15.88 15.88 22.22 22.22

Pa 20/180 20/180 20/180 100/200 100/200

/ S S S W W

P
P

W

In
do

or
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DÒNG HIGH STATIC DUCT
(18-54K DC 20-200PA   |   72/96K AC 200PA)

18-54K:
C inver e or (18-54K

ESP 200P ESP 

 72/96K

 
40VCIR7FQEE

40VCW327FQEE

38-54K 72/96K

40VCI67FQEE 40VCIC7FQSS

40VCW117FQEE40VCW217FQEE

Đơn vị
40VD018H-7S-QSS 40VD024H-7S-QSS 40VD028H-7S-QSS 40VD030H-7S-QSS

40VD018H-7S-KSS 40VD024H-7S-KSS 40VD028H-7S-KSS 40VD030H-7S-KSS

kBtu/h 19.1 24.2 27.3 30.7

kW 5.6 7.1 8 9

kBtu/h 21.5 27.3 30.7 34.1

kW 6.3 8 9 10

Ph/V/Hz 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60

W 42 71 71 80

m3/h 915/765/640 1275/1050/875 1275/1050/875 1450/1200/1000

dB(A) 33/31/29 34/31/29 35/33/30 36/33/30

dB(A) 45/43/41 46/43/41 47/45/42 48/45/42

mm 1100×700×248 1100×700×248 1100×700×248 1100×700×248

mm 1332×835×280 1332×835×280 1332×835×280 1332×835×280

kg 36.8/43.4 36.8/43.4 36.8/43.4 39.4/45.4

mm 6.35 9.52 9.52 9.52

mm 12.7 15.88 15.88 15.88

Pa 20/200 20/200 20/200 20/180

/ S S S S

R ver

1100mm (18-30K)

Mã 

W
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DÒNG HIGH STATIC DUCT
(18-54K DC 20-200PA 72/96K AC 200PA)

(18-54K DC 20-200Pa   |   72/96K AC 200Pa)

700mm 
upmost

700

700

700

248

700

1100

1100

248

700

1500

1500

248

40VD005S-7G-QEE/40VD007S-7G-QEE/40VD009S-7G-QEE/40VD012S-7G-QEE/40VD016S-7G-QEE
40VD005S-7G-KEE/40VD007S-7G-KEE/40VD009S-7G-KEE/40VD012S-7G-KEE/40VD016S-7G-KEE

40VD018S-7G-QEE/40VD024S-7G-QEE/40VD028S-7G-QEE/40VD030S-7G-QEE
40VD018S-7G-KEE/40VD024S-7G-KEE/40VD028S-7G-KEE/40VD030S-7G-KEE

40VD038S-7G-QEE/40VD048S-7G-QEE/40VD054S-7G-QEE
40VD038S-7G-KEE/40VD048S-7G-KEE/40VD054S-7G-KEE

700mm 
upmost

700

700

700

248

700

1100

1100

248

700

1500

1500

248

40VD005S-7G-QEE/40VD007S-7G-QEE/40VD009S-7G-QEE/40VD012S-7G-QEE/40VD016S-7G-QEE
40VD005S-7G-KEE/40VD007S-7G-KEE/40VD009S-7G-KEE/40VD012S-7G-KEE/40VD016S-7G-KEE

40VD018S-7G-QEE/40VD024S-7G-QEE/40VD028S-7G-QEE/40VD030S-7G-QEE
40VD018S-7G-KEE/40VD024S-7G-KEE/40VD028S-7G-KEE/40VD030S-7G-KEE

40VD038S-7G-QEE/40VD048S-7G-QEE/40VD054S-7G-QEE
40VD038S-7G-KEE/40VD048S-7G-KEE/40VD054S-7G-KEE

700

700

700

248

700

1100

1100

248

40VD005S-7G-QEE/40VD007S-7G-QEE/40VD009S-7G-QEE/40VD012S-7G-QEE/40VD016S-7G-QEE
40VD005S-7G-KEE/40VD007S-7G-KEE/40VD009S-7G-KEE/40VD012S-7G-KEE/40VD016S-7G-KEE

40VD018S-7G-QEE/40VD024S-7G-QEE/40VD028S-7G-QEE/40VD030S-7G-QEE
40VD018S-7G-KEE/40VD024S-7G-KEE/40VD028S-7G-KEE/40VD030S-7G-KEE

40VD_H-7S-Q(K)SS 40VD_H-7S-Q(K)SS

40VD_H-7S-Q(K)SS

700mm
upmost

ceiling

975

906

360
360

906
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Unit 40VD028H-7S-QEE 40VD030H-7S-QEE 40VD036H-7S-QEE 40VD048H-7S-QEE 40VD054H-7S-QEE 40VD072H-7S-QEE 40VD096H-7S-QEE

kBtu/h 27.3 30 36 48 54 76.4 95.5

kW 8.0 9.0 11.2 14 16 22.4 28

kBtu/h 30.7 34 40 54 60 85.3 105.8

kW 9.0 10 12.5 16 18 25 31

Ph/V/Hz 1/220-240/50(60) 1/220-240/50(60) 1/220-240/50(60) 1/220-240/50(60) 1/220-240/50(60) 1/220-240/50(60) 1/220-240/50(60)

W 259.3 259.3 315.6 366.8 366.8 645.0 950.0

m3/h 1500/1320/1220 1500/1320/1220 1700/1510/1400 2280/1920/1780 2280/1920/1780 4200/3500/2900 5200/4300/3500

dB(A) 33/29/25 33/29/25 38/36/30 40/34/29 40/34/29 55/51/47 62/58/54

mm 950 x 635 x 280 950 x 635 x 280 1370 x 740 x 280 1370 x 740 x 280 1370 x 740 x 280 1330×895×500 1330×895×500

mm 1180 x 740 x 335 1180 x 740 x 335 1555 x 839 x 380 1555 x 839 x 380 1555 x 839 x 380 1590×1087×690 1590×1087×690

kg 34/41 34/41 54/68 54/68 54/68 103/146 103/146

mm 9.52 9.52 9.52 9.52 9.52 12.7 12.7

mm 15.88 15.88 15.88 15.88 15.88 22.22 22.22

Pa 0-200 0-200 0-200 0-200 0-200 100/250 100/250

/ Standard Standard Standard Standard Standard Without Without

Mã 

W

  

In
do

or
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DÒNG HIGH STATIC DUCT
(DC MOTOR  0 - 250 PA)

2 7 -7S-QEE)

D

3

E

           

D007 -7S-QEE)

40VD007H-7S-QEE 40VD009H-7S-QEE 40VD012H-7S-QEE 40VD015H-7S-QEE 40VD018H-7S-QEE 40VD024H-7S-QEE

kBtu/h 7.6 9.6 12.1 15.1 18.2 24

kW 2.2 2.8 3.6 4.5 5.6 7.1

kBtu/h 8.6 10.6 13.6 17 20 27

kW 2.5 3.2 4.0 5.0 6.3 8.0

Ph/V/Hz 1/220-240/50(60) 1/220-240/50(60) 1/220-240/50(60) 1/220-240/50(60) 1/220-240/50(60) 1/220-240/50(60)

W 120 120 181 181 181 252.3

m3/h 500/410/360 600/510/450 700/580/500 780/680/600 900/780/600 1100/1020/920

dB(A) 30/25/23 30/25/23 32/29/26 32/29/26 32/29/26 33/29/25

mm 750 x 635 x 280 750 x 635 x 280 750 x 635 x 280 750 x 635 x 280 750 x 635 x 280 950 x 635 x 280

mm 980 x 740 x 335 980 x 740 x 335 980 x 740 x 335 980 x 740 x 335 980 x 740 x 335 1180 x 740 x 335

kg 29/35 29/35 29/35 29/35 29/35 34/41

mm 6.35 6.35 6.35 6.35 6.35 9.52

mm 9.52 9.52 12.7 12.7 12.7 15.88

Pa 0~200 0~200 0~200 0~200 0~200 0~200

/

CIR7FQEEC FQEE C FQEEC FQEE FQEE CIC7FQSS

R v

Mã 
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635

750

280

750

635

950

950

280 635

280

635

280

740

1370

1370

280

740

280

40VD024/028/030H-7S-QEE

40VD007/009/012/015/018H-7S-QEE

40VD036/048/054H-7S-QEE

44(1116)
�

13
 3

/4
(3

48
)

48 1/8(1221)

33
 1

/4
(8

45
)

�

35
 1

/4
(8

95
)

52 3/8(1330)

52 5/8(1366)37 3/4(960)

14
 3

/4
(3

76
)

12
 3

/4
(3

24
)

2(
51

)

8 3/8(213)
1 1/4(32)

1 
1/

2(
38

)

Top

Bottom

Air Supply

Air Return

40VD072/096H-7S-QEE

In
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or
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F

G

600 mm
upmost

ceilingDrop-Ceiling

280mm

Min.5mm

DÒNG HIGH STATIC DUCT
(DC MOTOR – 0/250 PA)
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or
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40VK018S-7S2QEE
40VK018S-7S2KEE

40VK024S-7S2QEE
40VK024S-7S2KEE

40VK028S-7S2QEE
40VK028S-7S2KEE

40VK030S-7S2QEE
40VK030S-7S2 KEE

40VK018S-7S-QSS

40VK018S-7S-KSS

40VK024S-7S-QSS

40VK024S-7S-KSS

40VK028S-7S-QSS

40VK028S-7S-KSS

40VK030S-7S-QSS

40VK030S-7S-KSS

kBtu/h 19.1 24.2 27.3 30.7

kW 5.6 7.1 8.0 9.0

kBtu/h 21.5 27.3 30.7 34.1 

kW 6.3 8.0 9.0 10

Ph/V/Hz 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60

W 52 52 94 94

m3/h 920/800/720 1010/920/800 1500/1400/1300 1600/1500/1400

dB(A) 40/39/35 44/40/36 48/43/40 49/44/41

dB(A) 57/54/52 58/56/54 60/57/53 61/58/54

mm 1115 x 243 x 336 1115 x 243 x 336 1316 x 270 x 365 1316 x 270 x 365

mm 1206 x 342 x 418 1206 x 342 x 418 1403 x 384x 463 1403 x 384x 463

kg 15.8/18.9 15.8/18.9 21.8/26.3 21.8/26.3

mm 6.35 9.52 9.52 9.52

mm 12.7 15.88 15.88 15.88

/ Optional Optional Optional Optional

In
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or
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(DC MOTOR)

40VC FQEE 40VC FQEE40VC FQEE

40VK005S-7S2QEE

40VK005S-7S2KEE

40VK007S-7S2QEE

40VK007S-7S2KEE

40VK009S-7S2QEE

40VK009S-7S2KEE

40VK012S-7S2QEE

40VK012S-7S2KEE

40VK016S-7S2QEE

40VK016S-7S2KEE

40VK005S-7S-QSS
40VK005S-7S-KSS

40VK007S-7S-QSS
40VK007S-7S-KSS

40VK009S-7S-QSS
40VK009S-7S-KSS

40VK012S-7S-QSS
40VK012S-7S-KSS

40VK016S-7S-QSS
40VK016S-7S-KSS

kBtu/h 5.1 7.5 9.5 12.3 15.3

kW 1.5 2.2 2.8 3.6 4.5

kBtu/h 5.8 8.5 10.9 13.6 17.1

kW 1.7 2.5 3.2 4.0 5.0

Ph/V/Hz 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60 1/220-240/50/60

W 38 38 38 38 52

m3/h 500/430/370 550/480/420 600/530/470 630/560/500 800/720/650

dB(A) 33/31/29 35/31/29 36/31/29 37/33/29 39/36/34

dB(A) 49/46/41 50/47/42 52/48/44 54/51/50 56/53/51

mm 855 x 208 x 280 855 x 208 x 280 855 x 208 x 280 855 x 208 x 280 1115 x 243 x 336

mm 954 x 279 x 355 954 x 279 x 355 954 x 279 x 355 954 x 279 x 355 1206 x 342 x 418

kg 9.9/12 9.9/12 9.9/12 9.9/12 15.8/18.9

mm 6.35 6.35 6.35 6.35 6.35

mm 9.52 9.52 9.52 12.7 12.7

/

Mã 

  

W
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• 

• 

 
• 

over 10cm

over 10cm

ov
er

 5
cm

Ø60mm

T
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B

C

A

40VK005/007/009/012S-7S

40VK016/018/024S-7S

40VK028/030S-7S

A B C

855

1115

208

243

280

336

1316 220 365

40VFK030S7-QEE 225*50*5 MM

(DC MOTOR)

PM 2.5 FILTER

40VFK030S7-QEE

PM 2.5 FILTER (TÙY CHỌN)
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40VL005B-7E-QEE 40VL007B-7E-QEE 40VL009B-7E-QEE 40VL012B-7E-QEE 40VL018B-7E-QEE

kBtu/h 5.1 7.5 9.5 12.3 17

kW 1.5 2.2 2.8 3.6 5.0

kBtu/h 5.8 8.5 10.9 13.6 18.5

kW 1.7 2.6 3.2 4.0 5.5

Ph/V/Hz 1,220-230V,50/60 1,220-230V,50/60 1,220-230V,50/60 1,220-230V,50/60 1,220-230V,50/60

W 31 31 31 34 36

m3/h 540/460/390/310/270 540/460/390/310/270 540/460/390/310/270 580/500/420/350/270 620/540/460/390/270

dB(A) 45/42/38/33/30 45/42/38/33/30 45/42/38/33/30 47/44/40/36/30 48/45/42/38/30

dB(A) 58/55/52/48/45 58/55/52/48/45 58/55/52/48/45 60/57/54/51/47 61/58/55/52/48

mm 700 x 210 x 600 700 x 210 x 600 700 x 210 x 600 700 x 210 x 600 700 x 210 x 600

mm 783 x 303 x 695 783 x 303 x 695 783 x 303 x 695 783 x 303 x 695 783 x 303 x 695

kg 15.2/18.7 15.2/18.7 15.2/18.7 15.2/18.7 15.2/18.7

mm 6.35 6.35 6.35 6.35 6.35

mm 12.7 12.7 12.7 12.7 12.7

Mã 
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or
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(DC MOTOR) 

 

40VCW217FQEE 40VCW327FQEE40VCW117FQEE 40VCI67FQEE 40VCIC7FQSS
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ø55mm

G

294

210700

639006

051
25

2

541
22

8

634

16
0

•  • 

P v

> 10cm

> 60cm

> 10cm

> 20cm
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a

b

(DC MOTOR)

Dễ dàng lắp đặt
•  

Nhỏ gọn, tiết kiệm không gian
•  
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624

221

1116

989

564

60

Dimensions

Thông số kỹ thuật

40VL007R-7G-QEE 40VL009R-7G-QEE 40VL012R-7G-QEE 40VL016R-7G-QEE 40VL018R-7G-QEE 40VL024R-7G-QEE

kBtu/h 7.5 9.5 12.3 15.3 19.1 24.2

kW 2.2 2.8 3.6 4.5 5.6 7.1

kBtu/h 8.5 10.9 13.6 17.1 21.5 27.3

kW 2.5 3.2 4.0 5.0 6.3 8.0

Ph/V/Hz 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60 1/220-230/50/60

W 110 110 110 150 150 150 

m3/h 750/650/550 750/650/550 750/650/550 950/830/720 950/830/720 950/830/720

dB(A) 38/35/33 38/35/33 40/37/35 40/37/35 42/39/36 42/39/36

dB(A) 51/48/46 51/48/46 53/50/48 53/50/48 55/52/49 55/52/49

mm 1116 x 221 x 624 1116 x 221 x 624 1116 x 221 x 624 1116 x 221 x 624 1116 x 221 x 624 1116 x 221 x 624

mm 1198 x 295 x 707 1198 x 295 x 707 1198 x 295 x 707 1198 x 295 x 707 1198 x 295 x 707 1198 x 295 x 707

kg 29/37 29/37 29/37 31/39 31/39 31/39

mm 6.35 6.35 6.35 6.35 6.35 9.52

mm 9.52 9.52 12.7 12.7 12.7 15.88

Pa 0/30 0/30 0/30 0/30 0/30 0/30

In
do

or
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DÒNG CONSOLE - RECESSED
(AC MOTOR) 

 

VC FQEE VC FQEEVC FQEE V FQEE 4 V FQSS
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40VC028F-7S-QEE 40VC030F-7S-QEE 40VC038F-7S-QEE 40VC048F-7S-QEE 40VC054F-7S-QEE

kBtu/h 27.3 30.7 38.2 48.0 54

kW 8.0 9.0 11.2 14.0 16

kBtu/h 30.7 34.1 42.6 55.0 60

kW 9.0 10 12.5 16.0 18

Ph/V/Hz 1,220~230,50/60 1,220~230,50/60 1,220~230,50/60 1,220~230,50/60 1,220~230,50/60

W 105 105 126 126 126

m3/h 1570/1420/1240 1570/1420/1240 2110/1990/1750 2110/1990/1750 2110/1990/1750

dB(A) 47/44/41 47/44/41 50/46/43 50/46/43 50/46/43

dB(A) 61/58/54 61/58/55 63/60/57 63/60/57 63/60/57

mm 1330 x 230 x 680 1330 x 230 x 680 1650 x 230 x 680 1650 x 230 x 680 1650*230*680

mm 1425 x 305 x 779 1425 x 305 x 779 1750 x 305 x 779 1750 x 305 x 779 1750*305*779

kg 35.8/42.1 35.8/42.1 43.5/50.5 43.5/50.5 43.5/50.5

mm 9.52 9.52 9.52 9.52 9.52

mm 15.88 15.88 15.88 15.88 15.88

Mã 

  

In
do

or
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DÒNG CEILING FLOOR
(DC MOTOR)

40VC009F-7S-QEE 40VC012F-7S-QEE 40VC016F-7S-QEE 40VC018F-7S-QEE 40VC024F-7S-QEE

kBtu/h 9.5 12.3 15.4 19.1 24.2

kW 2.8 3.6 4.5 5.6 7.1

kBtu/h 10.9 13.6 17.1 21.5 27.3

kW 3.2 4.0 5.0 6.3 8.0

Ph/V/Hz 1,220~230,50/60 1,220~230,50/60 1,220~230,50/60 1,220~230,50/60 1,220~230,50/60

W 35 35 45 45 80

m3/h 820/750/690 820/750/690 950/820/690 950/820/690 1420/1270/1240

dB(A) 38/36/34 38/36/34 42/38/35 42/38/35 46/44/41

dB(A) 52/50/47 52/50/47 55/51/48 55/51/48 60/58/54

mm 1000 x 230 x 680 1000 x 230 x 680 1000 x 230 x 680 1000 x 230 x 680 1330 x 230 x 680

mm 1100 x 305 x 779 1100 x 305 x 779 1100 x 305 x 779 1100 x 305 x 779 1425 x 305 x 779

kg 27.9/33.6 27.9/33.6 27.9/33.6 27.9/33.6 35.8/42.1

mm 6.35 6.35 6.35 6.35 9.52

mm 9.52 12.7 12.7 12.7 15.88

VC FQEE VC FQEEVC FQEE V FQEE 4 V FQSS

Mã 
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1000880

30
0

130

680

230 230

1204

68
0

68
0

30
0

130

1330

1330

230 230

230 230

1650

1650

1530

30
0 68

0

40VC009/012/016/018F-7S-QEE

40VC024/028/030F-7S-QEE

40VC038/048/054F-7S-QEE

In
do

or

145

1

1

2

2

3

3

4

4

5

5

1
2
3

4

5

40VC009/012/016/018F-7S-QEE 40VFC018F7-QEE

40VFC054F7-QEE

133*52*10

224*69.3*1040VC024/028/030F-7S-QEE

2*40VFC054F7-QEE 2*224*69.3*1040VC038/048/054F-7S-QEE

DÒNG FLEX CEILING FLOOR
(DC MOTOR)

•  
•  
•  

•  

•  

e

SWING 
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In
do

or
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HEATING COOLING

40VD048A-7S-QEE 40VD072A-7S-QEE 40VD096A-7S-QEE

kW 14 22.6 28.0

kW 10 20 24.5

Ph/V/Hz 1/220~240/50/60 1/220~240/50/60 1/220~240/50/60

W 240 275 370

m3 /h 1900/1600/1460/1200 2800/2300/1800/1500 3200/2800/2400/2000

dB(A) 46/44/42 46/44/42 47/45/42

dB(A) 60/58/56 59/57/54 60/58/55

mm 1500*700*248 1333*750*497 1333*750*497

mm 1698*857*305 1558*896*668 1558*896*668

kg 45.4/52.6 88/110 88/110

mm 9.52 12.7 12.7

mm 15.88 22.22 22.22

Pa 100/200 100/350 100/350

Outside air unit model
OAU

40VD048A-7S-QEE

2 80% 

1
OA

40VD072A-7S-QEE

1

40VD096A-7S-QEE

1

Mã 

  

Ø

Ø

80% 

80% 

.1. 80% 

.1. 80% 

.1. 80% 

OA

OA

149

In
do

or

OUTSIDE AIR UNIT (DC MOTOR)
40VDA

48K/72K/96K 3 models (14-28kW)

ver

P

40VCW217FQEE 40VCW327FQEE40VCW117FQEE

40VCIR7FQEE40VCI67FQEE
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40VD072A-7S-QEE   |   40VD096A-7S-QEE

In
do

or

151

OUTSIDE AIR UNIT
(DC MOTOR)

40VD048A-7S-QEE
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Mã 
40VH015A-7E-QEE 40VH025A-7E-QEE 40VH035A-7E-QEE 40VH050A-7E-QEE 40VH080A-7E-QEE 40VH100A-7E-QEE 40VH200A-7E-QEE

Ph/V/
Hz 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60 1/220~230/50/60

W 60 105 185 315 385 620 950

mm 820*650*235 835*750*235 876*750*235 1100*800*280 1138*1000*385 1295*1150*385 1450*1150*600

mm 1065*750*335 1080*850*335 1080*850*335 1345*900*380 1545*1100*485 1545*1250*485 1695*1250*700

kg 36 41 43 52 81 91 142

kg 40 46 49 58 90 100 155

Pa 65 75 80 90 90 75 70

Pa 65 75 80 90 90 75 70

m3/h 150/120/90 250/200/150 350/280/210 500/400/300 800/640/480 1000/800/600 2000/1600/1200

 % 71.2/72.5/73.6 67.5/68.9/69.3 67.6/68.9/72.1 71.1/73.5/73.9 68.1/72.4/72.9 70.5/72.6/73.8 67.7/71.9/72.5

y  % 56.3/60.4/67.2 55/59.1/66.2 55.4/60.5/65.4 59/60.5/64 58.9/62.7/68.3 63.1/65.4/68.8 62.4/65.8/64.8

% 73.6/75.1/77.3 73/74.4/76.2 73/73.1/75.9 73/75.3/76.9 73.6/74.8/75.1 74/75.6/76.8 73/73.8/75.6

% 67.6/69.9/74.5 64.4/68.3/70.1 66.8/70.3/73.9 67.4/68/70.1 67.4/72.1/73.2 71.36/72.2/75.4 66.7/70.2/73.2

dB(A) 33/29/26 35/31/27 38/35.8/31 43/39.6/34 46/42.9/37 48/44.7/39 55/49.2/44

dB(A) 36/35/32 41/37/33 44/42/37 49/46/40 52/36/43 54/51/45 61/56/50

G4/F7 G4/F7 G4/F7 G4/F7 G4/F7 G4/F7 G4/F7
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HRV
(DC Motor) 40VH*A-7E
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HRV
(DC MOTOR)

1000机型尺寸�
62

4
12

95

Ø
20

0

13
51

1071

1138

1375

30
2

14
49

177

38
3

39
0

250机型尺寸�

792

876

1038

75
4

79
0

84
825
8

41
5

22
4

17
3

13
8

9696

17
7

136

Ø144

237

150机型尺寸�

19
1

31
0

17
7

136

13
3

71
0 57
1

65
4

962
890

824 149

23
7

19
1

149

239

Ø10
9

250机型尺寸�

792

876

1038

75
4

79
0

84
825
8

41
5

22
4

17
3

13
8

9696

17
7

136

Ø144

237

800机型尺寸�

41
3

30
9

169

3901375

1138
1071

10
66

99
9

11
58

213

192

26
2

Ø
19

9

2000机型尺寸�

11
06

11
50

12
72

1547
1497
1449

57
3

30
5

602
542346

35
2

312

260

30
0

26
2
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500机型尺寸�

43
680
5

1105
1008

28
0

83
1

91
3

1264

Ø
15

0

25
4

24
7

24
7

12
3
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Ø150

40VH015A-7E-QEE

40VH050A-7E-QEE

40VH025A-7E-QEE

40VH080A-7E-QEE

40VH0200A-7E-QEE

40VH035A-7E-QEE

40VH0100A-7E-QEE

Model A B C D E F H d

40VH015A-7E-QEE 650 571 710 890 820 962 235 110

40VH025A-7E-QEE 750 790 848 792 835 1038 235 150

40VH035A-7E-QEE 750 790 848 792 876 1038 235 150

40VH050A-7E-QEE 800 831 913 1008 1100 1264 280 150

40VH080A-7E-QEE 1000 1066 1158 1071 1138 1375 385 200

40VH0100A-7E-QEE 1300 1351 1449 1071 1150 1375 385 200

40VH0200A-7E-QEE 1150 1106 1272 1497 1449 1547 600 260*300

156

RA

SA

EA

OA

RA

SA

EA

OA

RA

SA

EA

OA

 

 

Damper

Air supply fan

Exhaust fan



158

DX

159  

161 S

157

TÒA NHÀ

TÒA NHÀ
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before o Min/Max. / 3 B

5/28°C Before Min/Max.

Top Discharge DX KIT

DX KIT AHU

Max.220m Max. 5m

Max. 5mMax. 150m

Side Discharge

AHU

A
H

U
 K

it

159

D

• 26HP

•

•

•

•
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(DDC Type) 

(DDC Type) 

(DDC TYPE) 

  
 

  

40VA003D7FAQEE40VA005D7FAQEE40VA010D7FAQEE40VA020D7FAQEE40VA026D7FAQEE
3.5≤ x ≤7 kW 

(1-3HP)
7< x ≤14 kW 

(3-5HP)
14≤ x ≤28 kW 

(5-10HP)

9.52 (main) / 6.35
0.375 (main) / 0.25

12.7 (main) / 15.88
0.5 (main) / 0.625

1/220~230/50/60
420 x 260 x 165

5.5

 520 / 1950
1.01 / 2.16 1.51 / 4.32 2.28 / 8.80 4.53 / 16.13 8.18 / 20.16

720 / 3750 1200 / 8250 2600 / 16500 4800 / 2100

6.5

28< x ≤56 kW 
(10-20HP)

56< x ≤73 kW 
(20-26HP)

mm

kg

m3/h
L

mm
inch

40VA003/005/010D7FAQEE 

40VA003/005
010/020/026D7FAQEE EXV part Control Part Sensor and wire Controller

40VA020/026D7FAQEE 

•  Top Discharge Heat Pump XCT7 (up to 104HP)

•  Side Discharge Heat Pump XCT7 (2 Fans: 4 to 12HP)

Mã

1-3HP 40VA003D7FAQEE 3≤x≤7kW
7<x≤14kW

14<x≤28kW

28<x≤56kW

56<x≤73kW

73<x≤112kW

112<x≤146kW

146<x≤168kW

168<x≤219kW
219<x≤224kW
224<x≤292kW

40VA005D7FAQEE
40VA010D7FAQEE
40VA020D7FAQEE

40VA026D7FAQEE

2x40VA020D7FAQEE

2x40VA026D7FAQEE

3x40VA020D7FAQEE
3x40VA026D7FAQEE

4x40VA020D7FAQEE
4x40VA026D7FAQEE

3-5HP
5-10HP

10-20HP

20-26HP

28-40HP

42-52HP
52-60HP
62-78HP

80HP
82-104HP

A
H

U
 K

it

161

Air Handling Unit DX Coil kit (DDC TYPE) 

DC Type DX Kits 

DDC Type D 

0-10V signal

AHU² Connection Kit

DDC

3rd Party DX AHU

VRF

VRF IDU controls omitted

TD Dàn nóng
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3rd Party AHU (field supply)

Communication

Dedicated wired 
controller (necessary)

Liquid

Sensor

Remote controller 
for VRF IDU 

Gas

3rd Party AHU (field supply)

Communication

Dedicated wired 
controller (necessary)

Liquid

Sensor

3rd party 
thermostat field 
supply

Gas

D T

  
 

 
 

 
 

 

  
  
 

 
 

 
 

 

A
H

U
 K

it

163

3rd Part y)

0-10V
y)

D T

o

   
 

Vo t. R V
T T

0 1.0

1.1 1.5 10% 0.9 1.9

1.6 2.5 20% 0.87 2.0

2.6 3.5 30% 0.84 2.1

3.6 4.5 40% 0.81 2.2

4.6 5.5 50% 0.78 2.3

5.6 6.5 60% 0.76 2.4

6.6 7.5 70% 0.73 2.5

7.6 8.5 80% 0.7 2.6

8.6 9.6 90% 0.67 2.7

9.6 10 100% 0.64 2.8

Vo R V

0 1 16 16

1.1 1.7 17 17

1.8 2.3 18 18

2.4 2.9 19 19

3 3.5 20 20

3.6 4.1 21 21

4.2 4.7 22 22

4.8 5.3 23 23

5.4 5.9 24 24

6 6.5 25 25

6.6 7.1 26 26

7.2 7.7 27 27

7.8 8.3 28 28

8.4 8.9 29 29

9 10 30 30

o B
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 40VA003/005/010D7FAQEE

40VA020/026D7FAQEE

A B
C D

DDC DDC

:

 
  

 
 
 

 

 
  

  

EXV Part Control Part Sensor And Wire Controller
(integrated)

Different Valve Same Control Parts

0-10V signal

AHU² Connection Kit 3rd Party DX AHU

TD Outdoor
0-10V signal

AHU² Connection Kit 3rd Party DX AHU

TD Outdoor

on/off signal

AHU² Connection Kit 3rd Party DX AHU

TD Outdoor

Indoor

AHU² Connection Kit 3rd Party DX AHU

TD Outdoor3rd Party thermostat

A
H

U
 K

it
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DDC

AHU DX Kit (DDC Control)

0-10V signal

Supply or return air temperature control

AHU² Connection Kit 3rd Party DX AHU

TD Outdoor
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(DDC co ol)

40VA003D7FAQEE
40VA005D7FAQEE
40VA010D7FAQEE

40VA020D7FAQEE
40VA026D7FAQEE

40VA003D7FAQEE 40VA005D7FAQEE 40VA010D7FAQEE 40VA020D7FAQEE 40VA026D7FAQEE

3.5 ≤ x ≤ 7 kW (1-3HP) 7 < x ≤ 14 kW (3-5HP) 14 ≤ x ≤ 28 kW (5-10HP) 28 < x ≤ 56 kW (10-20HP) 56 < x ≤ 73 kW (20-26HP)

1/220~240/50/60 1/220~240/50/60 1/220~240/50/60 1/220~240/50/60 1/220~240/50/60

(420 x 260 x 165) (420 x 260 x 165) (420 x 260 x 165) (420 x 260 x 215) (420 x 260 x 215)

(520 x 340 x 225) (520 x 340 x 225) (520 x 340 x 225) (520 x 340 x 275) (520 x 340 x 275)

Galvanized Steel Galvanized Steel Galvanized Steel Galvanized Steel Galvanized Steel

Grey Grey Grey Grey Grey

 ( 5.5 5.5 5.5 6.5 6.5

8.5 8.5 8.5 10 10

9.52 9.52 9.52 (Main) / 12.7 12.7 (Main) / 15.88 15.88

5 5 5 5 5

5 5 5 5 5

A
H

U
 K

it
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DDC

 
  

  
  
  
  
 

DDC or TA control
40VA_D7FAQEE

TA control only
40VA_T7FAQEE

UNIT STRUCTURE

0-10V signal

Supply or return air temperature control

Return air temperature control only

AHU² Connection Kit 3rd Party DX AHU

TD Outdoor

DDC

AHU² Connection Kit 3rd Party DX AHU

TD Outdoor

Indoor
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173
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40VCIC7FQSS 40VCI67FQEE 40VCW217FQEE 40VCW327FQEE 40VCW117FQEE

200 x 57x 29 200 x 57x 29 86 x 86 x 13.07 120 x 120 x 17.8 86 x 86 x 15.8

Pin 12 V AC 12 V AC 12 V AC

1 1 16 16 16

1 1 1 1 1

F r Auto-Cool-Fan-Dry

+/-0.5°C +/-0.5°C +/-0.5°C +/-0.5°C +/-0.5°C

/

/ / / /

/ / / /

/ /

/

T /

/

/

/ / /

/ /

/ /

T / /

/ /

/ /

/ / / /

/ / /

/

/ / / /

/ / /

/ /

/ /

SP / / /

Ins t / / /

r / / / / /

/ / / /

/ /

t / /

                   P ry / /

/ /

/ / / /

/ / / /

/ / / /

Pin

172
 

40VCC837FQEE 40VCC637FQEE 40VCC727FQEE 40VCB117FQEE 40VCB217FQEE

133 x103 x 17 190 x 130 x 20 302.5 x 187.7 x 25 137.25 x 260.5 x 69.2

12 V DC 12 V DC 12 V DC / AC 110~240

/ /

64 256 800 400 1500

ew 32 32 32 x 2 32 20 x 4

TFT LCD TFT LCD TFT LCD / /

5 7’’ 12.5 / /

Full Touchscreen Touch Button Touch Button / /

/ /

ver / /

/ /

/

/ /

r

±1°C ±1°C ±1°C/±1°F ±1°C/±1°F ±1°C/±1°F

o

32 32 100 No Limit No Limit

/ /

/ / /

rve / / / /

/ /

/ / /

r

R /

/

rve / / / /

/

HRV
HR / / /

HRV  o   / / /

/ /

/ /

/ /

P

PC V / /

RS-485 1CH RS-485 1CH RS-485 5CH RS-485 1CH RS-485 4CH

RS-485 1CH RS-485 1CH RS-485 1CH RS-485 1CH TCP IP

/ /

Modbus RTU Modbus RTU Modbus RTU Modbus RTU Modbus IP or BACnet IP
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w y 

Protocol Adapter & 
Electricity Data Protocol Adapter LonworksTM Gateway KNX® Gateway BACnet® Gateway

40VCBM17FQEE 40VCCR17FQEE 40VCBL17FQEE
40VCBK17FQEE
40VCBK27FQEE
40VCBK37FQEE

40VCBB17FQEE

Protocol Modbus Rtu Modbus Rtu LonworksTM KNX® BACnet® IP

220 V AC With 12 V DC
trans former 24 V DC 29 V DC

AC and DC rated
voltage 24 V, working

range 12 V to 24 V

200 x 130 x 43 125 x 120 x 40 90 x 70 x 22 70 x 70 x 28 142 x 91 x 35

Port-Input

AC Port 1 1

RS485 1ch 1ch 2ch

Port 1

Port-Output

RS485

1ch (3rd party
Or

40VCB117FQEE,
40VCB217FQEE)

RS485 2ch (for central
controller or

3rd party 1ch; for
40VCB117FQEE,
40VCB217FQEE)

RS485 For Lonworks 1ch

1

KNX
KNX port

plug-in terminal
block(2 poles)

-30-52°C -20-70°C -20-70°C 0-60°C -20-70°C

tock -30-52°C -40-85°C -40-85°C -20-85°C -40-85°C

10%-85% 5-90% (non-
condensing)

5-90% (non-
condensing)

<90%,RH, non-
condensing

5-90% (non-
condensing)

tock 10%-85% 5-95% (non-
condensing)

5-95% (non-
condensing)

<90%,RH, non-
condensing

5-95% (non-
condensing)

Converter homebus to
Modbus And

Electricity collection
and distribution

function must connect
this adapter.

Converter homebus
to Modbus

For SD ODU

For SD ODU
Works with

40VCCR17FQEE to
converter Modbus

to LonworksTM

For SD ODU
Works with

40VCCR17FQEE to
converter Modbus

to KNX®

For SD ODU
Works with

40VCCR17FQEE to
converter Modbus

to BACnet® IP

174
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 40VCI67FQEE(40VCIC7FQSS)
 
  

 

  

 

  

 40VCIR7FQEE
 R v
•  

 40VCW117FQEE
 
 

  

 

 

 

176

 40VCW217FQEE
 
  

  

  

  

  

  

 40VCW327FQEE
 



40VCC637FQEE

40VCCX17FQEE40VCCR17FQEE

178

 40VCC837FQEE
 

 40VCC637FQEE
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40VCC727FQEE

40VCC727FQEE

40VCCX17FQEE

C
on

tr
ol

le
r

179

 40VCC727FQEE
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U
SB

40VCCR17FQEE

40VCBM17FQEE

40VCB117FQEE

40VCBM17FQEE

RS-485

40VCB117FQEE System

Max. 64 Indoor Uints

Home BUS

Ammeter

Ammeter

Max 40 Indoor Units

RS-485 M
ax. 1000m

M
ax. 32 G

atew
ays

Co
nt

ro
lle

r
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 40VCB117FQEE

BMS - LOCAL CONTROL
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40VCBM17FQEE

40VCB217FQEE System

Ammeter

Ammeter

Ammeter

Ammeter

Ammeter

Ammeter

Ammeter Ammeter

Ammeter

Ammeter

Ammeter

Ammeter

Co
nt

ro
lle

r
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 40VCB217FQEE
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40VCBL17FQEE

40VCBL17FQEE

40VCBL17FQEE

40VCBL17FQEE

40VCCR17FQEE

40VCCR17FQEE

W

Home Bus

Home Bus

RS-485, Max. 1000m

3rd-party
Lonworks
Gateway

Co
nt

ro
lle

r

185

 40VCBL17FQEE

 40VCBB17FQEE

BMS GATEWAYS

-
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Series

40VCI67FQEE 40VCIC7FQSS 40VCW217FQEE 40VCW327FQEE 40VCW117FQEE

CASSETTE

CASSETTE

COMPACT
CASSETTE

CASSETTE

CT

ST
STA CT

PA

STA CT
PA

STATIC
CT

PA

STATIC
CT

PA

RECES

FLE
FL

T

   

CASSETTE

Co
nt

ro
lle

r
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ModBus model No.

40VCCR17FQEE

 40VCBK17FQEE(8 IDU)        40VCBK27FQEE(16 IDU) 
 40VCBK37FQEE(64 IDU)

 40VCCR17FQEE

 40VCBM17FQEE

No. of I.U. controllable

64

Installation Method

Outside the O.U.

Compatible O.U. Type

Side and Top discharge O.U.
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40VCI67FQEE 40VCIC7FQSS

40VCW117FQEE

40VCW217FQEE

40VCW327FQEE

C
on

tr
ol

le
r
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BMS

40VCB117FQEE

40VCB217FQEE

40VCCR17FQEE 40VCBB17FQEE

40VCBK17FQEE
40VCBK27FQEE
40VCBK37FQEE

40VCC727FQEE40VCC637FQEE40VCC837FQEE

40VCC637FQEE
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So
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w
ar
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40VCTOOLQEE
Part No. 1148199682

Trang chính

Carrie Service Tool-

Carrie Sele o of ware
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40VJ052G7-HQEE

40VJ078G7-HQEE

40VJ078G7-HQEE
+40VJ072M7-HQEE

40VJ012M7-HQEE

40VJ018M7-HQEE

40V

40VJ048M7-HQEE

40VJ072M7-HQEE

40V FQEE

(40VD_A-7G-QEE)

AC
(40VD_R-7G-QEE)

AC
(40VD_H-7G-QEE)

193

195 

196 





ICON LIST

Ultimate Reliability
Easy installation & access 

Advanced technology AHU DX coil kit (TA Control)

Superior comfort
e
ow

Control systems

cy Powerful heating Advanced separator Individual controller

Effective control of the 
temperature

Light air resistance Retail
Hidden installation for a clean 
and sophisticated appearance

Wide range of capacity Large operating range Built-in drain pump BMS-Local control

Automatic display of fault 
codes

Advanced Black Fin 
Technology

Individual and collective 
housing

Multiple direction for 
connection pipe setting

Enhanced System 
Performance

One button trial operation
Less Brazing Refrigerant 
Accessories

Unit structure

Low sound level Static pressure setting Hotels
Can be installed with or without 
discharge & return plenum

Compact design & ultra-thin
design & space saving
Incredible Fle ty 

Knockout hole for outside 
fresh air

Fan motor Centralized controller

Independent 220v power lter available Healthcare
Fle
connection

Wide Range of Options Bottom or rear air return Administrations BMS gateways

Unique design
Reliable multi-layer oil 
return technology

Pipe liner Cooling

Round corner design
Advanced compressor anti-
liquid-shock technology

Rear & bottom inlet Heating

198197
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